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DEMOLITION NOTES

1. EXISTING TOPOGRAPHY IS BASED ON A PLAN TITLED "PARTIAL TOPOGRAPHIC SURVEY,”
PERFORMED IN APRIL 2012, OCTOBER 2012, AND APRIL 2013 AND PREPARED BY LANGAN
ENGINEERING AND ENVIRONMENTAL SERVICES, INC. PLEASE NOTE THAT SURROUNDING AREAS
WERE UNDER CONSTRUCTION AT THE TIME OF THE SURVEY. SEE DRAWING CS—-101 NOTE 8 FOR
DELINEATION OF OUTSIDE PROJECT AREA.

2. THE EXISTING PARTIAL TOPOGRAPHIC SITE SURVEY (SEE VT—-101) WAS PERFORMED DURING
ONGOING CONSTRUCTION IN THE SITE AREA AND THEREFORE MAY NOT COMPLETELY REPRESENT
THE SITE CONDITIONS PRESENT AT THE TIME OF CONSTRUCTION. THE CONTRACTOR SHALL
ACCEPT THE SITE AS IS. IT IS THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL EXISTING
SITE CONDITIONS, BOTH ABOVE AND BELOW THE SURFACE, PRIOR TO COMMENCING WORK, AS
FIELD CONDITIONS MAY VARY. THE CONTRACTOR SHALL THEN ASSESS CONDITIONS, AND THE
KIND, QUALITY AND QUANTITY OF WORK REQUIRED. THE OWNER MAKES NO GUARANTEE IN
REGARD TO THE ACCURACY OF ANY AVAILABLE INFORMATION WHICH WAS OBTAINED DURING
INVESTIGATIONS. THE CONTRACTOR SHALL MAKE A THOROUGH SITE INSPECTION IN ORDER TO
FIELD CHECK EXISTING SITE CONDITIONS, CORRELATE CONDITIONS WITH THE DRAWINGS AND
RESOLVE ANY POSSIBLE CONSTRUCTION CONFLICTS WITH THE OWNER AND ENGINEER PRIOR TO
COMMENCEMENT OF WORK. THE CONTRACTOR SHALL MAKE ADDITIONAL TOPOGRAPHIC AND
UTILITY SURVEYS HE DEEMS NECESSARY, PROVIDED THEY ARE COORDINATED WITH THE OWNER.
ANY CONDITIONS DETERMINED BY THE CONTRACTOR THAT DIFFER FROM THE INFORMATION
SHOWN ON THE DRAWINGS THAT ARE NOT BROUGHT TO THE ATTENTION OF THE OWNER AND
ENGINEER PRIOR TO THE START OF WORK SHALL NOT BE CONSIDERED GROUNDS FOR
ADDITIONAL PAYMENT OR CHANGES TO THE CONTRACT DURATION, OR ANY OTHER CLAIMS

AGAINST THE OWNER OR OWNER’S ENGINEER.

5. THESE PLANS REPRESENT THE OVERALL DEMOLITION REQUIRED FOR A PHASED PROJECT. THE
CONTRACTOR SHALL FURNISH, INSTALL, TEST AND COMPLETE ALL WORK TO THE SATISFACTION
OF THE ENGINEER AND OWNER IN ACCORDANCE WITH THE CONTRACT DOCUMENTS. THE
CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR MEANS AND METHODS OF DEMOLITION; AS
SUCH, THESE PLANS DO NOT COMPLETELY REPRESENT, NOR ARE THEY INTENDED TO
REPRESENT, ALL SPECIFIC INSTRUCTIONS REQUIRED FOR DEMOLITION. THE CONTRACTOR SHALL

EXISTING CURB BE RESPONSIBLE TO CONSTRUCT ALL IMPROVEMENTS DEPICTED ON THESE PLANS IN
LIMIT OF CURB AND AND GUTTER TO ACCORDANCE WITH ALL APPLICABLE RULES, REGULATIONS AND LAWS IN EFFECT AT THE TIME
GUTTER REMOVAL BE REMOVED, AS OF CONSTRUCTION
NECESSARY FOR
EXISTING PAVEMENT UNDERGROUND 4. UNDERGROUND UTILITY MARK—OUT INFORMATION AT SITE OF PROPOSED ADDITION WAS OBTAINED
TO BE REMOVED PROTECT AND UTILITY BY EMCOR SERVICES SCALISE INDUSTRIES OF LAWRENCE, PA COMPLETED JANUARY 2013, BASED
MAINTAIN EXISTING INSTALLATION ON HAND—-SKETCH BY CONTRACTOR FOR "VA CARES CONSOLIDATION PROJECT (PROJECT
UNDERGROUND 646CA2500R); AS—BUILT ELECTRONIC DRAWINGS WERE NOT AVAILABLE AT THE TIME OF THE
UTILITIES (TYP) DESIGN.

PROTECT & MAINTAIN

EXISTING CATCH BASIN 5. THE CONTRACTOR SHALL, WHEN THEY DEEM NECESSARY, PROVIDE WRITTEN REQUESTS FOR

INFORMATION (RFIS) TO THE OWNER AND ENGINEER PRIOR TO THE CONSTRUCTION OF ANY
SPECIFIC SITE WORK ITEM. THE RFI SHALL BE IN A FORM ACCEPTABLE TO OWNER AND
ENGINEER AND SHALL ALLOW FOR A MINIMUM OF TWO WORK DAYS OR ADDITIONAL REASONABLE

TIME FOR A WRITTEN REPLY. RFIS SHALL BE NUMBERED CONSECUTIVELY BY DATE SUBMITTED.
PROTECT AND MAINTAIN EXISTING x

X : THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR SITE WORK ITEMS CONSTRUCTED
CURBS, GUTTER AND ASPHALT (TYP.) =T DIFFERENTLY THAN INTENDED OR AS DEPICTED ON THE PLANS.
1
X X X X X x X X X xJ N %
RELOCATE EXISTING CONDUIT BANK |. 6. AT LEAST SEVEN DAYS PRIOR TO STARTING ANY EARTH DISTURBANCE ACTIVITIES (INCLUDING
(SEE M.E.P. PLANS FOR DETAILS) SAWCUT d DEMOLITION), THE OWNER AND/OR OPERATOR SHALL INVITE ALL CONTRACTORS, THE
B I — w] J x PROTECT AND LANDOWNER, APPROPRIATE MUNICIPAL OFFICIALS, THE SOIL EROSION AND SEDIMENT CONTROL
i RARAR KRR SROR ! MAINTAIN EXISTING PREPARER, AND A REPRESENTATIVE FROM THE ALLEGHENY SOIL CONSERVATION DISTRICT TO AN
““““““\0“%“““ 0 SANITARY SEWER ON—=SITE PRE—CONSTRUCTION MEETING.
, MANHOLE
PROPOSED BUILDING ‘ ‘Q‘Q"‘ [~ LIMIT OF 7. AT LEAST 72 HOURS PRIOR TO STARTING ANY EARTH DISTURBANCE ACTIVITIES, OR EXPANDING
‘ T~ INTO AN AREA PREVIOUSLY UNMARKED, THE PENNSYLVANIA ONE CALL SYSTEM INC. SHALL BE

LIMIT X DEMOLITION

NOTIFIED AT 1-800-242-1776 FOR THE LOCATION OF EXISTING UNDERGROUND UTILITIES.
N
INSTALL CONSTRUCTION xg’:\\'/VEC'\LAJgNT 8. ALL WASTE MUST BE REMOVED FROM THE SITE AND RECYCLED OR DISPOSED OF IN

FENCING AS NEEDED TO ACCORDANCE WITH THE PADEP’S SOLID WASTE MANAGEMENT REGULATIONS AT 25 PA. CODE

SECURE SITE ‘ (TYP) CHAPTER 260, 260.1 ET SEQ., 271.1, AND 287.1 ET. SEQ. NO WASTE MATERIAL SHALL BE
\T BURNED, BURIED, DUMPED, OR DISCHARGED AT THE SITE.
1
T\I 9. THE CONTRACTOR SHALL REMOVE AND LEGALLY DISPOSE OF ANY AND ALL ABOVEGROUND
STRUCTURES AND APPURTENANCES WITHIN THE LIMIT OF DISTURBANCE, WHETHER OR NOT
' | A THEY ARE SPECIFICALLY INDICATED ON THIS PLAN UNLESS OTHERWISE NOTED. THESE ITEMS
— EXISTING CONCRETE EXISTING PORTION INCLUDE, BUT ARE NOT LIMITED TO PAVEMENT, CURBS, CONCRETE PADS, RAMPS, PLATFORMS,
T _L CURB AND GUTTER OF BUILDING TO BE EXISTING PAVEMENT WALLS, ETC.
~ — TO BE REMOVED, TO BE REMOVED
el /L] AS NECESSARY FOR DEMOLISHED 10. THE CONTRACTOR SHALL EXERCISE EXTREME CARE TO PREVENT DAMAGE TO EXISTING ADJACENT
UNDERGROUND MIT OF CURS AND STRUCTURES BY OR AS A RESULT OF THE CONTRACTOR'S OPERATIONS. ANY FEATURES
UTILITY DAMAGED DURING THE CONTRACTOR'S OPERATIONS SHALL BE REPLACED AND/OR REPAIRED, AS
PROTECT AND ! ;
MAINTAIN. EXISTING INSTALLATION MA'%S”\‘EGBRLEDS% PROTECT AND GUTTER REMOVAL DIRECTED BY THE OWNER, AT THE CONTRACTOR'S EXPENSE.
MAINTAIN EXISTING —
IDEWALK A
SL[LENVESLCAP”':‘B THgEO'\;JgLHl%L COLUMN PROTECT AND LEGEN D 11. IF EXISTING UTILITIES WITHIN THE BUILDING FOOTPRINT NOT SHOWN ON THE PLAN ARE FOUND,
PROTECT AND MAINTAIN EXISTING IT IS THE CONTRACTOR'S RESPONSIBILITY TO CONTACT THE ENGINEER TO DETERMINE IF THE

MAINTAIN EXISTING SIDEWALK, UTILITES CAN BE DEMOLISHED OR IF THEY NEED TO BE RELOCATED.

BUILDING WALL CONCRETE STAIRS, LIMIT OF DEMOLITION _——— -
ALONG PROPOSED AND LANDSCAPING 12. AFTER PAVEMENT REMOVAL OR UTILITY EXCAVATIONS, THE AREA OF CONSTRUCTION SHOULD BE
ADDITION o CONSTRUCTION FENCING x—x BROUGHT TO THE REQUIRED SUBGRADE LEVEL. WHERE EXCAVATION IS REQUIRED, THE AREA
" - SHOULD BE PROOF—ROLLED (AFTER CUTTING TO THE REQUIRED GRADE LEVEL). SHOULD ANY
DEMOLISH BUILDING SOFT OR OTHERWISE UNSUITABLE CONDITIONS BE OBSERVED, THE MATERIAL SHOULD BE
REMOVED AND REPLACED WITH APPROVED PROPERLY COMPACTED FILL. IN ADDITION, THE
CURB REMOVAL AAAAAAA - SUBGRADE SOIL SHOULD BE COMPACTED TO OBTAIN A MINIMUM OF 95% OF THE SOIL'S
VA CARES CONSOLIDATION MAXIMUM DENSITY AS DETERMINED BY ASTM D1557 MODIFIED PROCTOR METHOD.
A REMOVE PAVEMENT W 13. ALL EXISTING AREAS LOCATED DIRECTLY ADJACENT TO DEMOLITION ARE REQUIRED TO BE
AREA RS e o a0 N SEPARATED FROM DEMOLITION, RENOVATION, OR CONSTRUCTION ACTIVITIES BY TEMPORARY
AT T o e SAWCUT PAVEMENT | ccccmmme SMOKE—-TIGHT CONSTRUCTION PARTITIONS OF GYPSUM BOARD OR OTHER APPROVED

NON—-COMBUSTIBLE OR LIMITED COMBUSTIBLE MATERIALS AND ONE-HOUR RATED. IT IS THE
_____ CONTRACTOR’'S RESPONSIBILITY TO SUBMIT LOCATION OF PARTITIONS AND THE DETAILS OF
REMOVE SIDEWALK, | | — — — — CONSTRUCTION FOR REVIEW AND APPROVAL BY THE ENGINEER AND OWNER.

LANDSCAPING, ETC. | | — — — — —

(SEE NOTE 1)

14. THERE ARE ADDITIONAL NOTES, SPECIFICATIONS AND REQUIREMENTS CONTAINED THROUGHOUT
THE PLAN SET AS WELL AS REFERENCES TO SPECIFICATIONS FROM APPLICABLE GOVERNING
AUTHORITIES AND INDUSTRY STANDARDS. IT IS THE CONTRACTOR'S RESPONSIBILITY TO OBTAIN,
REVIEW AND ADHERE TO ALL THESE DOCUMENTS.

OTHER PROJECT AREAS

20 0 5 10 20

SCALE IN FEET

ACT 287 AS AMENDED

UTILITY LOCATIONS AS SHOWN ON THIS PLAN ARE APPROXIMATE AND IT IS THE
RESPONSIBILITY OF THE CONTRACTOR, PER PA. ACT 287 TO CONTACT THE
UTILITY COMPANIES FOR MORE ACCURATE LOCATION PRIOR TO ANY EXCAVATION.

TO OBTAIN ADDITIONAL UTILITY INFORMATION OR TO ARRANGE FOR FIELD
LOCATION OF EXISTING UTILITIES BEFORE EXCAVATION. CALL THE PENNSYLVANIA
ONE CALL SYSTEM AT 1-800-242-1776. THE UTILITY COMPANIES SHOWN MAY
OR MAY NOT HAVE UTILITY LINES IN THE AREA.

CALL BEFORE YOU DIG !!
PENNSYLVANIA LAW REQUIRES
(3) WORKING DAYS NOTICE FOR
CONSTRUCTION PHASE AND
(10) WORKING DAYS IN DESIGN STAGE
—— STOP & CALL --

Pennsylvania One Call System, Inc.
1-800-242-1776
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MATCH EXISTING ASPHALT,
CONCRETE CURB AND GUTTER

CONCRETE STAIRS
(SEE ARCHITECTURAL PLANS
FOR DETAILS)

CONCRETE n
SIDEWALK w

MATCH EXISTING
HEAVY DUTY GENERAL NOTES
CONCRETE
PAVEMENT
1. EXISTING TOPOGRAPHY IS BASED ON A PLAN TITLED "PARTIAL TOPOGRAPHIC SURVEY,”
PERFORMED IN APRIL 2012, OCTOBER 2012, AND APRIL 2013 AND PREPARED BY LANGAN
ENGINEERING AND ENVIRONMENTAL SERVICES, INC. PLEASE NOTE THAT THE SURROUNDING AREAS
HEAVY DUTY WERE UNDER CONSTRUCTION AT THE TIME OF THE SURVEY.
CONCRETE
PAVEMENT 2. THE EXISTING SITE SURVEY WAS PERFORMED DURING ONGOING CONSTRUCTION IN THE SITE AREA
RETAINING WALL TO AND THEREFORE MAY NOT COMPLETELY REPRESENT THE CURRENT SITE CONDITIONS THAT WILL BE
PRESENT AT THE TIME OF CONSTRUCTION. THE CONTRACTOR SHALL ACCEPT THE SITE AS IS. THE
PROPOSED BUILDING MEET PROPOSED CONTRACTOR SHALL ASSESS CONDITIONS, AND THE KIND, QUALITY AND QUANTITY OF WORK
OVERHANG GRADE REQUIRED. THE OWNER MAKES NO GUARANTEE IN REGARD TO THE ACCURACY OF ANY AVAILABLE
(SEE STRUCTURAL INFORMATION WHICH WAS OBTAINED DURING INVESTIGATIONS. THE CONTRACTOR SHALL MAKE A
PLANS FOR DETAILS) THOROUGH SITE INSPECTION IN ORDER TO FIELD CHECK EXISTING SITE CONDITIONS, CORRELATE
CONDITIONS WITH THE DRAWINGS AND RESOLVE ANY POSSIBLE CONSTRUCTION CONFLICTS WITH
THE OWNER AND ENGINEER PRIOR TO COMMENCEMENT OF WORK. THE CONTRACTOR SHALL MAKE
ADDITIONAL TOPOGRAPHIC SURVEYS HE DEEMS NECESSARY, PROVIDED THEY ARE COORDINATED
TR CONERETE WITH THE OWNER. ANY CONDITIONS DETERMINED BY THE CONTRACTOR THAT DIFFER FROM THE
e ks MATCH EXISTING INFORMATION SHOWN ON THE DRAWINGS THAT ARE NOT BROUGHT TO THE ATTENTION OF THE
ARG e CONCRETE CURB OWNER AND ENGINEER PRIOR TO THE START OF WORK SHALL NOT BE CONSIDERED GROUNDS FOR
T MATCH EXISTING REMAIN AND GUTTER ADDITIONAL PAYMENT OR CHANGES TO THE CONTRACT DURATION, OR ANY OTHER CLAIMS
SIDEWALK AGAINST THE OWNER OR OWNER’S ENGINEER.

3. THESE PLANS REPRESENT THE OVERALL SITE WORK IMPROVEMENTS REQUIRED FOR A PHASED
PROJECT CONSTRUCTION. THE CONTRACTOR SHALL FURNISH, INSTALL, TEST AND COMPLETE ALL
/‘ ACCESSIBLE WORK TO THE SATISFACTION OF THE ENGINEER AND OWNER IN ACCORDANCE WITH THE CONTRACT
'Y , CURB RAMP TO DOCUMENTS. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR MEANS AND METHODS OF
REMAIN CONSTRUCTION: AS SUCH, THESE PLANS DO NOT COMPLETELY REPRESENT, NOR ARE THEY
INTENDED TO REPRESENT, ALL SPECIFIC INSTRUCTIONS REQUIRED FOR SITE WORK CONSTRUCTION.
SIDEWALK AND ~ THE CONTRACTOR SHALL BE RESPONSIBLE TO CONSTRUCT ALL IMPROVEMENTS DEPICTED ON
LANDSCAPING TO THESE PLANS IN ACCORDANCE WITH ALL APPLICABLE RULES, REGULATIONS AND LAWS IN EFFECT
REMAIN PROPOSED AT THE TIME OF CONSTRUCTION.
LANDSCAPING 4. THE CONTRACTOR SHALL, WHEN THEY DEEM NECESSARY, PROVIDE WRITTEN REQUESTS FOR
INFORMATI RFIS) TO THE OWNER AND ENGINEER PRIOR TO THE CONSTRUCTION OF ANY
VA CARES CONSOLIDATION NFORMATION (RFIS) TO THE

SPECIFIC SITE WORK ITEM. THE RFIS SHALL BE IN A FORM ACCEPTABLE TO OWNER AND ENGINEER
PROJECT AREA, AND SHALL ALLOW FOR A MINIMUM OF TWO WORK DAYS OR ADDITIONAL REASONABLE TIME FOR A

PROJECT 646CA2500R WRITTEN REPLY. RFIS SHALL BE NUMBERED CONSECUTIVELY BY DATE SUBMITTED. THE

(SEE NOTE 8) CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR SITE WORK ITEMS CONSTRUCTED DIFFERENTLY

THAN INTENDED OR AS DEPICTED ON THE PLANS.

. RESEARCH OFFICE BUILDING
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PROPOSED LANDSCAPING

5. INFORMATION RELATED TO ELEVATIONS AND PROPOSED UTILITIES (SUCH INVERT ELEVATIONS, RIM
ELEVATIONS, GRATE ELEVATIONS, BUILDING FINISHED FLOOR ELEVATIONS, ETC.) MAY BE FOUND IN
MORE THAN ONE LOCATION IN THE CONTRACT DOCUMENTS. THE CONTRACTOR SHALL SUFFICIENTLY
REVIEW ALL PLANS, PROFILES AND ANY OTHER INFORMATION IN THE CONTRACT DOCUMENTS FOR
CONSISTENCY PRIOR TO CONSTRUCTION. ANY INCONSISTENCIES OR DISCREPANCIES THAT ARE
FOUND BY THE CONTRACTOR SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF THE OWNER
AND ENGINEER IN WRITING, IN THE FORMAT OF AN RFI PRIOR TO CONSTRUCTION.

6. REFER TO STRUCTURAL PLANS FOR ALL PROPOSED RETAINING WALL DETAILS.

LEGEN D 7. ALL ADA PEDESTRIAN FACILITIES CONSTRUCTED ON SITE AND WITHIN PUBLIC RIGHTS—OF—WAYS OR
EASEMENTS MUST BE CONSTRUCTED IN ACCORDANCE WITH FEDERAL ADA STANDARDS.
BUILDING LINE ,
8. IT IS THE CONTRACTOR'S RESPONSIBILITY TO OBTAIN THE MOST UP—TO-DATE PLANS AND
BUILDING ENTRY v AS—BUILT DRAWINGS FOR THE PROJECTS ADJACENT TO THE SITE. IN PARTICULAR, THE
CONTRACTOR SHALL REFERENCE THE "VA CARES CONSOLIDATION" PROJECT (PROJECT
RETAINING WALL 646CA2500R), PLAN TITLED "SITE LAYOUT PLAN,” PREPARED BY ASTORINO ARCHITECTS, DATED
A T 1 10.
i g g SRR Y aveen .
: 9. ALL EXISTING AREAS ARE REQUIRED TO BE SEPARATED FROM DEMOLITION, RENOVATION, OR
SCALE IN FEET — CONSTRUCTION ACTIVITIES BY TEMPORARY SMOKE-TIGHT CONSTRUCTION PARTITIONS OF GYPSUM
CONCRETE SIDEWALK PR BOARD OR OTHER APPROVED NON-COMBUSTIBLE OR LIMITED COMBUSTIBLE MATERIALS AND
ONE—HOUR RATED. IT IS THE CONTRACTOR'S RESPONSIBILITY TO SUBMIT LOCATION OF
ASPHALT PAVEMENT 0 o iﬁngWI\ll\lESR AND THE DETAILS OF CONSTRUCTION FOR REVIEW AND APPROVAL BY THE ENGINEER
ACT 287 AS AMENDED T
LANDSCAPING . 10. THERE ARE ADDITIONAL NOTES, SPECIFICATIONS AND REQUIREMENTS CONTAINED THROUGHOUT THE
PLAN SET AS WELL AS REFERENCES TO SPECIFICATIONS FROM APPLICABLE GOVERNING
UTILITY COMPANIES FOR MORE ACCURATE LOCATION PRIOR TO ANY EXCAVATION. OTHER PROJECT AREAS AUTHORITIES AND INDUSTRY STANDARDS. IT IS THE CONTRACTOR'S RESPONSIBILITY TO OBTAIN,

REVIEW AND ADHERE TO ALL THESE DOCUMENTS.

TO OBTAIN ADDITIONAL UTILITY INFORMATION OR TO ARRANGE FOR FIELD
LOCATION OF EXISTING UTILITIES BEFORE EXCAVATION. CALL THE PENNSYLVANIA
ONE CALL SYSTEM AT 1-800-242-1776. THE UTILITY COMPANIES SHOWN MAY
OR MAY NOT HAVE UTILITY LINES IN THE AREA.

CALL BEFORE YOU DIG !!
PENNSYLVANIA LAW REQUIRES
(3) WORKING DAYS NOTICE FOR
CONSTRUCTION PHASE AND
(10) WORKING DAYS IN DESIGN STAGE
—— STOP & CALL --

Pennsylvania One Call System, Inc.
1-800-242-1776

BID DOCUMENTS - NOT FOR CONSTRUCTION
FULLY SPRINKLERED
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SOIL EROSION & SEDIMENT
CONTROL NOTES

1. EXISTING TOPOGRAPHY IS BASED ON A PLAN TITLED "PARTIAL TOPOGRAPHIC SURVEY,”
PERFORMED IN APRIL 2012, OCTOBER 2012, AND APRIL 2013 AND PREPARED BY LANGAN
ENGINEERING AND ENVIRONMENTAL SERVICES, INC. PLEASE NOTE THAT THE SURROUNDING AREAS
WERE UNDER CONSTRUCTION AT THE TIME OF THE SURVEY. SEE DRAWING CS—101 NOTE 8 FOR
DELINEATION OF OUTSIDE PROJECT AREA.

‘ 2. LIMIT OF DISTURBANCE = 0.20 ACRES
3. A COPY OF THE APPROVED SOIL EROSION REPORT AND DRAWINGS (STAMPED, SIGNED AND DATED
BY THE REVIEWING AGENCY) MUST BE AVAILABLE AT THE PROJECT SITE AT ALL TIMES.

4. AT LEAST SEVEN DAYS PRIOR TO STARTING ANY EARTH DISTURBANCE ACTIVITIES (INCLUDING

DEMOLITION), THE OWNER AND/OR OPERATOR SHALL INVITE ALL CONTRACTORS, THE LANDOWNER,
APPROPRIATE MUNICIPAL OFFICIALS, THE SOIL EROSION AND SEDIMENT CONTROL PREPARER, AND
A REPRESENTATIVE FROM THE ALLEGHENY SOIL CONSERVATION DISTRICT TO AN ON-SITE
PRECONSTRUCTION MEETING.

5. AT LEAST 72 HOURS PRIOR TO STARTING ANY EARTH DISTURBANCE ACTIVITIES, OR EXPANDING
INTO AN AREA PREVIOUSLY UNMARKED, THE PENNSYLVANIA ONE CALL SYSTEM INC. SHALL BE
NOTIFIED AT 1-800-242-1776 FOR THE LOCATION OF EXISTING UNDERGROUND UTILITIES.

6. ALL EARTH DISTURBANCE ACTIVITIES SHALL PROCEED IN ACCORDANCE WITH THE SEQUENCE
PROVIDED ON DRAWING CE-103. DEVIATION FROM THAT SEQUENCE MUST BE APPROVED IN
WRITING BY THE ALLEGHENY COUNTY CONSERVATION DISTRICT.

7. CLEARING AND DEMOLITION SHALL BE LIMITED TO THOSE AREAS DESCRIBED IN PLANS. GENERAL
SOIL DISTURBANCE MAY NOT COMMENCE IN ANY STAGE OR PHASE OF THE PROJECT UNTIL THE
APPROVED SOIL EROSION AND SEDIMENT CONTROL BMPS SPECIFIED BY THE PLANS HAVE BEEN
INSTALLED AND ARE FUNCTIONING AS DESCRIBED.

12=IN FILTER CONCRETE/ 4 )

SOCK #2 WASHOUT AREA 8. AT NO TIME SHALL CONSTRUCTION VEHICLES BE ALLOWED TO ENTER AREAS OUTSIDE THE LIMIT

OF DISTURBANCE BOUNDARIES SHOWN ON THE PLAN. THESE AREAS MUST BE CLEARLY MARKED
AND/OR FENCED OFF BEFORE CLEARING/DEMOLITION OPERATIONS BEGIN.

12—-IN FILTER

SOCK #3 9. STOCKPILE HEIGHTS MUST NOT EXCEED 35 FEET. STOCKPILE SLOPES MUST BE 2H:1V OR
FLATTER. STOCKPILE LOCATION NOT YET DETERMINED AT THE TIME OF THIS SUBMISSION.

10. IMMEDIATELY UPON DISCOVERING UNFORESEEN CIRCUMSTANCES POSING THE POTENTIAL FOR
ACCELERATED EROSION AND/OR SEDIMENT POLLUTION, THE OPERATOR SHALL IMPLEMENT
APPROPRIATE BMPS TO MINIMIZE THE POTENTIAL FOR EROSION AND SEDIMENT POLLUTION AND
NOTIFY THE ALLEGHENY SOIL CONSERVATION DISTRICT.

INLET PROTECTION #2

(TYPE C) w

11. ALL WASTE MUST BE REMOVED FROM THE SITE AND RECYCLED OR DISPOSED OF IN ACCORDANCE
WITH THE PADEP'S SOLID WASTE MANAGEMENT REGULATIONS AT 25 PA. CODE CHAPTER 260,
260.1 ET SEQ., 271.1, AND 287.1 ET. SEQ. NO WASTE MATERIAL SHALL BE BURNED, BURIED,

14. UNTIL THE SITE IS STABILIZED, ALL SOIL EROSION AND SEDIMENT CONTROL BMPS MUST BE
§} / MAINTAINED PROPERLY. MAINTENANCE MUST INCLUDE INSPECTIONS OF ALL EROSION AND

I~ ! DUMPED, OR DISCHARGED AT THE SITE.
1 W/ 12. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT ANY MATERIAL BROUGHT ON SITE IS
%
1 CLEAN FILL.
12—IN FILTER
SOCK #1ige-107/ = /1 \INLET PROTECTION #3 13. ALL PUMPING OF WATER FROM ANY WORK AREA SHALL BE DONE ACCORDING TO THE PROCEDURE
\GE-10/ (TYPE M) DESCRIBED IN THIS PLAN AND SPECIFICATIONS, OVER UNDISTURBED VEGETATED AREAS.
o
©

SEDIMENT CONTROL BMPS AFTER EACH RUNOFF EVEN AND ON A WEEKLY BASIS. ALL
PREVENTATIVE AND REMEDIAL MAINTENANCE WORK, INCLUDING CLEAN OUT, REPAIR, REPLACEMENT,
REGRADING, RESEEDING AND REMULCHING MUST BE PERFORMED IMMEDIATELY. IF SOIL EROSION
AND SEDIMENT CONTROL BMPS FAIL TO PERFORM AS EXPECTED, REPLACEMENT BMPS, OR
MODIFICATIONS OF THOSE INSTALLED WILL BE REQUIRED.

RESEARCH OFFICE BUILDING
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15. A LOG SHOWING DATES THAT SOIL EROSION AND SEDIMENT CONTROL BMPS WERE INSPECTED AS
INLET PROTECTION #4 WELL AS ANY DEFICIENCIES FOUND AND THE DATE THEY WERE CORRECTED SHALL BE MAINTAINED
LIMIT OF (TYPE M) ON THE SITE AND BE MADE AVAILABLE TO REGULATORY AGENCY OFFICIALS AT THE TIME OF

DISTURBANCE INSPECTION.

16. SEDIMENT TRACKED OUTSIDE LIMIT OF DISTURBANCE SHALL BE RETURNED TO THE CONSTRUCTION
SITE BY THE END OF EACH WORK DAY AND DISPOSED IN THE MANNER DESCRIBED IN THIS PLAN.

MAINTAIN BUILDING 12—IN FILTER IN NO CASE SHALL THE SEDIMENT BE WASHED, SHOVELED, OR SWEPT INTO ANY ROADWAT OR
#30 EGRESS SOCK #4 STORM SEWER.

THROUGHOUT

CONSTRUCTION 17. ALL SEDIMENT REMOVED FOR BMPS SHALL BE DISPOSED OF IN THE MANNER DESCRIBED IN THE
PLANS.
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18. AREAS WHICH ARE TO BE TOPSOILED SHALL BE SCARIFIED TO A MINIMUM DEPTH OF FOUR
INCHES PRIOR TO PLACEMENT OF TOPSOIL. AREAS TO BE VEGETATED SHALL HAVE A MINIMUM
OF SIX INCHES OF TOPSOIL IN PLACE PRIOR TO SEEDING AND MULCHING.

19. ALL FILLS SHALL BE COMPACTED AS REQUIRED TO REDUCE EROSION, SLIPPAGE, SETTLEMENT,
° SUBSIDENCE, OR OTHER RELATED PROBLEMS. FILL INTENDED TO SUPPORT BUILDINGS,

\ ~ STRUCTURES AND CONDUITS, ETC. SHALL BE COMPACTED IN ACCORDANCE WITH LOCAL

REQUIREMENTS OR CODES.

20. FILL MATERIALS AND TOPSOIL SHALL BE FREE OF FROZEN PARTICLES, BRUSH, ROOTS, SOD, OR
OTHER FOREIGN OR OBJECTIONABLE MATERIAL THAT WOULD INTERFERE WITH OR PREVENT
VA CARES CONSOLIDATION CONSTRUCTION OF SATISFACTORY FILLS. FROZEN MATERIALS OR SOFT, MUCKY, OR HIGHLY
PROJECT AREA, LEGEN D COMPRESSIBLE MATERIALS SHALL NOT BE INCORPORATED INTO FILLS.
PROJECT 646CA2500R,
AREA UNDER CONSTRUCTION 21. ALL GRADED AREAS SHALL BE PERMANENTLY STABILIZED IMMEDIATELY UPON REACHING FINISHED
AT TIME OF SURVEY. LIMIT OF DISTURBANCE - — GRADE.

(SEE NOTE 1)

12—INCH FILTER SOCK © ®ecescccccoe. 22. IMMEDIATELY AFTER EARTH DISTURBANCE ACTIVITIES CEASE IN ANY AREA OR SUBAREA OF THE
PROJECT, THE OPERATOR SHALL STABILIZE ALL DISTURBED AREAS. DURING NON—GERMINATING
INLET PROTECTION @ MONTHS, MULCH OR PROTECTIVE BLANKETING SHALL BE APPLIED AS DESCRIBED IN THE PLAN.

AREAS NOT AT FINISHED GRADE, WHICH WILL BE REACTIVATED WITHIN ONE YEAR, MAY BE
STABILIZED IN ACCORDANCE WITH THE TEMPORARY STABILIZATION SPECIFICATIONS. THOSE AREAS
WHICH WILL NOT BE REACTIVATED WITHIN ONE YEAR SHALL BE STABILIZED IN ACCORDANCE WITH
THE PERMANENT STABILIZATION SPECIFICATIONS.

CONCRETE WASHOUT

23. SOIL EROSION AND SEDIMENT CONTROLS MUST REMAIN FUNCTIONAL AS SUCH UNTIL ALL AREAS
OTHER PROJECT AREAS TRIBUTARY TO THEM ARE PERMANENTLY STABILIZED OR UNTIL THEY ARE REPLACED BY ANOTHER
BMP APPROVED BY THE ALLEGHENY SOIL CONSERVATION DISTRICT.

24. UPON COMPLETION OF ALL EARTH DISTURBANCE ACTIVITIES AND PERMANENT STABILIZATION OF
ALL DISTURBED AREAS, THE OWNER AND/OR OPERATOR SHALL CONTACT THE ALLEGHENY SOIL
CONSERVATION DISTRICT FOR AN INSPECTION PRIOR TO REMOVAL/CONVERSION OF THE SOIL
EROSION AND SEDIMENT CONTROL BMPS.

25. AFTER FINAL SITE STABILIZATION HAS BEEN ARCHIVED, TEMPORARY SOIL EROSION AND SEDIMENT
20 0 5 10 20 CONTROL BMPS MUST BE REMOVED. AREAS DISTURBED DURING REMOVAL OR CONVERSION OF
BMPS MUST BE STABILIZED IMMEDIATELY. IN ORDER TO ENSURE RAPID REVEGETATION OF
DISTURBED AREAS, SUCH REMOVAL/CONVERSION SHOULD BE DONE ONLY DURING THE

SCALE IN FEET

SOIL TYPES GERMINATING SEASON.
YR (M) DEPTH TO | DEPTH TO WATER | wvpRroLOGIE SO 26. UPON COMPLETION OF ALL EARTH DISTURBANCE ACTIVITIES AND PERMANENT STABILIZATION OF
SYMBOL NAME BEDROCK (IN.)|  TABLE (IN.) CROUP ALL DISTURBED ARES, THE OWNER AND/OR OPERATOR SHALL CONTACT THE ALLEGHENY SOIL
ACT 287 AS AMENDED CONSERVATION FOR A FINAL INSPECTION.

UTILITY LOCATIONS AS SHOWN ON THIS PLAN ARE APPROXIMATE AND IT IS THE ucg  |URBAN LAND — CULLEOKA COMPLEX, N 20 - 40 >80 B 27. FAILURE TO CORRECTLY INSTALL SOIL EROSION AND SEDIMENT CONTROL BMPS, FAILURE TO
UTILITY COMPANIES FOR MORE. ACCURATE LOCATION PRIOR 10 ANY EXCAVATION GENTLY SLOPING. 0 TO 8 % SLOPES PREVENT SEDIMENT—LADEN RUNOFF FROM LEAVING THE CONSTRUCTION SITE, OR FAILURE TO

: URBAN LAND — CULLEOKA COMPLEX, TAKE IMMEDIATE CORRECTIVE ACTION TO RESOLVE FAILURE OF SOIL EROSION AND SEDIMENT
Egcg?IBNNOéDE)I('IFISC_)I_II\INA(I;_ LLJJ1TIIII__IITTIESINEIB-_I?FRONIIQAI-ETIS)'(\ICE\?A'-FFI%NAR(?:L'\II_G%HFEO?’EI:\IIEIEQLVANIA ucb MODERATELYSEEEI-IZ_:F;, 8 T0 25 % N 20 - 40 >80 B CONTROL BMPS MAY RESULT IN ADMINISTRATIVE, CIVIL, AND/OR CRIMINAL PENALTIES BEING
ONE CALL SYSTEM AT 1-800-242-1776. THE UTILITY. COMPANIES SHOWN MAY INSTITUTED BY THE REGULATORY AGENCIES.
OR MAY NOT HAVE UTILITY LINES IN THE AREA. * INFORMATION FOR SOIL TYPES IS BASED ON NRCS WEB SOIL SURVEY

CALL BEFORE YOU DIG !!
PENNSYLVANIA LAW REQUIRES
(3) WORKING DAYS NOTICE FOR
CONSTRUCTION PHASE AND
(10) WORKING DAYS IN DESIGN STAGE
—— STOP & CALL --

Pennsylvania One Call System, Inc.
1-800-242-1776

BID DOCUMENTS - NOT FOR CONSTRUCTION
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2 MIN:1 SANDBAG
FLOW—— g (TYP) _
EARTHEN BERM = [TTTTTTTT
TO BE STABILIZED 2 IN X 2 IN X STANDARD CONSTRUCTION DETAIL 4-1
WITH TEMPORARY 3/4 IN RUBBER Compost Filter Sock
OR PERMANENT BLOCK (TYP) ™ 2" X 2"WOODEN STAKES PLACED 10 O.C.
VEGETATION © INCH REBAR 1/4 IN NYLON ff"{f,.— COMPOST FILTER SOCK \ \
ELEVATION VIEW FOR BAG REMOVAL ROPE EXPANSION —t | PLOWNELACEDFLTSRMEDA ™\ {/ whoisTursen aea \LL \ WELL VEGETATED AREA
o W N
1 INCH REBAR FOR [TTTTTTTT PROMUINLET RESTRANT ILI i A
BAG REMOVAL 2 IN X 2 IN X T DISCHARGE HOSE
FROM INLET 3/4 IN RUBBER — E) CLAMPS
BLOCK (TYP)
- SR e WELL XEEE\TATED FILTER BAG *
1/4 IN NYLON ROPE | 1 INSTALLATION DETAIL TS
™ EXPANSION RESTRAINT |
i CURB EXISTING CONTOURS
FIGURE 3.18 INTAKE HOSE
EXTEND BERM OVER Typical Compost Sock Washout Installation i
CURB IF RUNOFF IS PLAN VIEW
MAXIMUM DEPTH OF CONCRETE
INSTALLATION DETAIL T~ BYPASSING INLET ON BASHUTWaTERI8 5% F FLTER
Q> LE ~ LANDWARD SIDE _ ‘
K Ne 2" X 2 X 36" WOOD STAKES . STPOET
~_ N ! B
~ 2 MIN:1
\2\ L 2" X" WD(IZ)DEN STAKES /_
& ey, (TYP) SERM FLTER S0CK UNDISTURBED PLAGED 10°0.. DISCHARGE HOSE CLAMPS
TR T
PLAN VIEW vl 2 MIN: 1 e Ty | INTAKE HOSE
) *
FLOW TOP  OF CURB-_—1 t;7/KTYP) Adapted from Filtrexx " " FILTER BAG
BERM FLOW—=— N AN Sock fabric shall meet standards of Table 4.1. Compost shall meet the following standards: Zﬁ:ﬁ%gTNE;LQTLTeER;gESSm‘rygmﬁgmgmms B B W
DOUBLE 24" DIAMETER SOCKS IN PYRAMIDAL
STORM BERM Organic Matter Content 80% - 100% (dry weight basis) CONTIGURATION TOR ADDED HEIGHT- PUMP
INLET . . . 2"X 2" X 36" WOODEN STAKES
Organic Portion Fibrous and elongated PLACED 5' O.C. DIRECT CONCRETE WASHOUT ELEVATION VIEW
E pH 5-5 - 8.0 WATER INTO FILTER RING
3= Moisture Content 35% - 55%
6—IN MIN. HEIGHT —=t ™ Particle Size 98% pass through 1” screen
SOMETRIC wiew SLAN VIEW ISOMETRIC VIEW | | Soluble Salt Concentration 5.0 dS Maximum NN s s umeren conposr FILTER BAGS SHALL BE MADE FROM NON—WOVEN GEOTEXTILE MATERIAL SEWN WITH
e AN e UPSLOP "J"
MAXIMUM DRAINAGE AREA = 1/2 ACRE ELEVATION VIEW Compost Filter Sock shall be placed at existing level grade. Both ends of the sock shall be extended at LR i GIDE OF FILTER RING. ?Il?(i\HPPSIIIIEEﬁiTRq'ICEI_)SgBLL,ERSI;:?TCTHHEA?N #5OTI/IFI)(I§R§)ENASMS THEY SHALL BE CAPABLE OF
MAXIMUM DRAINAGE AREA = 1/2 ACRE. ' least 8 feet up slope at 45 degrees to the main sock alignment (see Figure 4.1). Maximum slope length '
INLET PROTECTION SHALL NOT BE REQUIRED FOR INLET TRIBUTARY TO SEDIMENT BASIN OR above any sock shall not exceed that shown on Figure 4.2. R TN A SUITABLE MEANS OF ACCESSING THE BAG WITH MACHINERY REQUIRED FOR
TRAP. BERMS SHALL BE REQUIRED FOR ALL INSTALLATIONS. Traffic shall not be permitted to cross filter socks. s e e THEY BECOME 1/2 FULL. SPARE BAGS SHALL BE KEPT AVAILABLE FOR
ROLLED EARTHEN BERM SHALL BE MAINTAINED UNTIL AREA IS STONED OR GRADED. . . . REPLACEMENT OF THOSE THAT HAVE FAILED OR ARE FILLED. BAGS SHALL BE
ROLLED EARTHEN BERM SHALL BE MAINTAINED UNTIL AREA IS STONED OR GRADED. Accumulated Sediment shall be removed when it reaches %: the above ground height of the sock and LOCATED IN WELL—VEGETATED (GRASSY) AREAS AND DISCHARGE ONTO STABLE
AT A MINIMUM, THE FABRIC SHALL HAVE A MINIMUM GRAB TENSILE STRENGTH OF 120 LBS, A disposed in the manner described elsewhere in the plan. FROSION RESISTANT AREAS. WHERE THIS 1S NOT POSSIBLE, A GEO—TEXTILE FLOW
AT A MINIMUM, THE FABRIC SHALL HAVE A MINIMUM GRAB TENSILE STRENGTH OF 120 LBS, A MINIMUM BURST STRENGTH OF 200 PSI, AND A MINIMUM TRAPEZOIDAL TEAR STRENGTH OF 50 , , PATH SHALL BE PROVIDED. BAGS SHALL NOT BE PLACED ON SLOPES GREATER
MINIMUM BURST STRENGTH OF 200 PSI, AND A MINIMUM TRAPEZOIDAL TEAR STRENGTH OF 50 LBS. FILTER BAGS SHALL BE CAPABLE OF TRAPPING ALL PARTICLES NOT PASSING A NO. 40 Socks shall be inspected weekly and after each runoff event. Damaged socks shall be repaired THAN 5% :
LBS. FILTER BAGS SHALL BE CAPABLE OF TRAPPING ALL PARTICLES NOT PASSING A NO. 40 SIEVE. according to manufacturer’s specifications or replaced within 24 hours of inspection. °
SIEVE.
INLET FILTER BAGS SHALL BE INSPECTED ON A WEEKLY BASIS AND AFTER EACH RUNOFF Biodegradable filter sock shall be replaced affer6m0nths; photoc}egradable socks. after 1 year. PLANNTS gggchLfEMDP BDYlsglﬂEA\Rh;;ENUSEETSgéI;LAEIB\IED lgg(EB;EDLYlNCTLOAJEED.BAGS M THE MATNER
INLET FILTER BAGS SHALL BE INSPECTED ON A WEEKLY BASIS AND AFTER EACH RUNOFF EVENT. EVENT. BAGS SHALL BE EMPTIED OR RINSED OR REPLACED WHEN HALF FULL OF WHEN FLOW Polypropylene socks shall be replaced according to manufacturer’s recommendations. A suitable impervious geomembrane shall be placed at the location of the washout prior to
BAGS SHALL BE EMPTIED OR RINSED OR REPLACED WHEN HALF FULL OF WHEN FLOW CAPACITY CAPACITY HAS BEEN REDUCED TO AS TO CAUSE FLOODING OR BYPASSING OF THE INLET. installing the socks. THE PUMPING RATE SHALL BE NO GREATER THAN 750 GPM OR 1/2 THE MAXIMUM
HAS BEEN REDUCED TO AS TO CAUSE FLOODING OR BYPASSING OF THE INLET. DAMAGED OR DAMAGED OR CLOGGED BAGS SHALL BE REPLACED. A SUPPLY SHALL BE MAINTAINED ON SITE Upon stabilization of the area tributary to the sock, stakes shall be removed. The sock may be left in Adapted from Filtrexx SPECIFIED BY THE MANUFACTURER. WHICHEVER IS LESS.  PUMP INTAKES SHOULD
CLOGGED BAGS SHALL BE REPLACED. A SUPPLY SHALL BE MAINTAINED ON SITE FOR FOR REPLACEMENT OF BAGS. ALL NEEDED REPAIRS SHALL BE INITIATED IMMEDIATELY AFTER place and vegetated or removed. In the latter case, the mesh shall be cut open and the mulch spread as BE FLOATING AND SCREENED FIL'TER BAGS SHALL BE ‘INSPECTED DAILY. IF ANY
REPLACEMENT OF BAGS. ALL NEEDED REPAIRS SHALL BE INITIATED IMMEDIATELY AFTER THE THE INSPECTION. DISPOSE OF ACCUMULATED SEDIMENT AS WELL AS ALL USED BAGS a soil supplement. 363-2134-008 / March 31, 2012 / Page 58 PROBLEM IS DETECTED. PUMPING SHALL CEASE IMMEDIATELY AND NOT RESUME
INSPECTION. DISPOSE OF ACCUMULATED SEDIMENT AS WELL AS ALL USED BAGS ACCORDING TO ACCORDING TO THE PLAN NOTES. g ’
THE PLAN NOTES. 363-2134-008 / Draft October 17, 2009 / Page 53 UNTIL THE PROBLEM IS CORRECTED.
N.T.S DO NOT USE ON MAJOR PAVED ROADWAYS WHERE PONDING MAY CAUSE TRAFFIC HAZARDS. \ 15 N.T.S NT.S NTS.
DO NOT USE ON MAJOR PAVED ROADWAYS WHERE PONDING MAY CAUSE TRAFFIC HAZARDS. ™' e e ERL

ACT 287 AS AMENDED

UTILITY LOCATIONS AS SHOWN ON THIS PLAN ARE APPROXIMATE AND IT IS THE
RESPONSIBILITY OF THE CONTRACTOR, PER PA. ACT 287 TO CONTACT THE
UTILITY COMPANIES FOR MORE ACCURATE LOCATION PRIOR TO ANY EXCAVATION.

TO OBTAIN ADDITIONAL UTILITY INFORMATION OR TO ARRANGE FOR FIELD
LOCATION OF EXISTING UTILITIES BEFORE EXCAVATION. CALL THE PENNSYLVANIA
ONE CALL SYSTEM AT 1-800-242-1776. THE UTILITY COMPANIES SHOWN MAY
OR MAY NOT HAVE UTILITY LINES IN THE AREA.

CALL BEFORE YOU DIG !!
PENNSYLVANIA LAW REQUIRES
(3) WORKING DAYS NOTICE FOR
CONSTRUCTION PHASE AND
(10) WORKING DAYS IN DESIGN STAGE
—— STOP & CALL --

Pennsylvania One Call System, Inc.
1-800-242-1776
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1. ADVANCED CLEARING AND GRUBBING OPERATIONS FOR STRIP UTILITY LINE INSTALLATIONS SHALL BE LIMITED TO A

DISTANCE EQUAL TO TWO TIMES THE LENGTH OF PIPE INSTALLATION THAT CAN BE COMPLETED IN ONE DAY. 1. SEEDING SHALL TAKE PLACE IN THE SPRING (APRIL 1 TO JUNE 1) OR THE FALL (SEPTEMBER 1 TO OCTOBER
30).
2. WORK CREWS AND EQUIPMENT FOR TRENCHING, PLACEMENT OF PIPE, PLUG INSTALLATION, AND BACKFILLING WILL BE ) MATERIALS MAINTENANCE SCHEDULE
EELEFR—ACTPONNTSA'NED AND SEPARATE FROM CLEARING AND GRUBBING AND SITE RESTORATIONS AND STABILIZATION 2. ELIMINATE UNWANTED VEGETATION PRIOR TO SEEDING USING A BROAD—SPECTRUM NON-SELECTIVE HERBICIDE e TOPSOIL: B-INCH MIN. TOPSOIL SHALL BE RFQUIRED ON ALL LAWN AREAS.
- PER MANUFACTURER’S SPECIFICATIONS. CONTROL MEASURE INSPECT PROBLEMS TO LOOK FOR POSSIBLE REMEDIES
e LIMESTONE: RAW, GROUND AGRICULTURAL LIMESTONE CONTAINING MORE THAN 90 PERCENT CALCIUM
> BQ%PIFIEE\INCCHFHE\XTCACX?\IHSE gg@étE?EDL%EE%ATMOE TDHAEYLENGTH OF PIPE PLACEMERT, PLUG INSTALLATION ATD 3. CONTRACTOR SHALL INSTALL SEED MIXTURE USING A NO=TILL TRUAX=TYPE DRILL IN AREAS TO BE SEEDED CARBONATES (ADJUST pH LEVELS TO 6.5 TO 7.0). APPLY AT A RATE OF 6 TON/AC (275 LB/ 1,000 SF), VEGETATION WEEKLY AND SEDIMENT AT TOE OF CHECK FOR TOP—OF —SLOPE
' WITH MEADOW MIX. UNLESS OTHERWISE INDICATED BY SOIL TESTS. AFTER EVERY SLOPE DIVERSION AND INSTALL IF
4. WATER WHICH A ATES IN THE OPEN TRENCH W PLETELY R Y PUMPING INTO A SILT BA RUNOFF EVENT NEEDED.
B s o ooEmA Tione 1o BE COMPLETELY REMOVED BY PUMPING INTO A SILT BAG, 4. CONTRACTOR SHALL IMMEDIATELY ROLL NEWLY SEEDED AREAS WITH CULTI-PACKER OR SIMILAR DEVICE TO « COMMERCIAL FERTILIZER: IN THE ABSENCE OF A SOIL TEST, USE 1000 LB/AC OF 10-20-20 (23 LB,/1000
ENSURE PROPER SEED/SOIL CONTACT. SF) MIXED INTO SEEDBED PRIOR TO SEEDING, OR IN A TANK WITH SEED WHEN HYDROSEEDING. RILLS AND GULLIES FORMING FILL RILLS AND REGRADE
5. FOLLOWING PIPE PLACEMENT AND TRENCH BACKFILLING, THE DISTURBED AREA SHALL BE GRADED TO FINAL
CONTOURS AND APPROPRIATE TEMPORARY EROSION AND SEDIMENT POLLUTION CONTROL MEASURES/FACILITIES WILL > CONTINUOUS MO'STURE FOR -6 WeEks MUST BE INSURED TO ALLOW PROPER GERMINATION. [T RAIN DOES * MULCH: = CLEAN OAT OR WHEAT STRAW SHALL BE FREE FROM MATURE SEED-BEARING STALKS OR ROOTS PULLIED SLOPES.
BE INSTALLED. NOT OCCUR CONTRACTOR SHALL PROVIDE SUPPLEMENTAL IRRIGATION TO NEWLY SEEDED AREAS PER OF PROHIBITED OR NOXIOUS WEEDS AS DEFINED BY THE PENNSYLVANIA SEED ACT 1947. APPLY AT A
INSTRUCTIONS INCLUDED IN SEEDING SPECIFICATION. RATE OF 3 TONS/AC (139 LBS/1000 SF). PRECAUTION SHALL BE TAKEN TO STABILIZE THE MULCH BARE SOIL PATCHES RE/ISUELECDH EEARRTE'L'AZFE’EAASND
6. IN CERTAIN CASES TRENCHES CANNOT BE BACKFILLED UNTIL THE PIPE IS HYDROSTATICALLY TESTED, OR ANCHORS 6. REMOVE ALL DEBRIS. INCLUDING LARGE STONES UP TO TWO INCHES. TILL SOIL TO A DEPTH OF FOUR INCHES UNTIL THE VEGETATIVE COVER IS ESTABLISHED '
BACKFILLING OF THE OPEN TRENCH MUST BE COMPLETED BY THE SEVENTH WORKING DAY. IF DAILY BACKFILLING IS STRAW MULCH SHOULD BE APPLIED AT A RATE OF 3 TONS PER ACRE ’ PRODUCT CONSISTING _ OF A SUITABLE CARRIER CONTAINING A CULTURE NITROGEN FIXING BACTERIA AFTER EVERY AND/OR SOCK COLLAPSING SPACING,CHECK DRAINAGE
DELAYED, THE DISTURBED AREA WILL BE GRADED TO FINAL CONTOURS, APPROPRIATE TEMPORARY EROSION AND ‘ SPECIFIC FOR SEEDS TO BE INOCULATED. INOCULANT SHALL NOT BE USED LATER THAN DATE INDICATED RUNOFF EVENT AREA. SLOPE LENGTH. AND
SEDIMENT CONTROL MEASURES/FACILITIES WILL BE INSTALLED, AND THE AREAS SEEDED AND MULCHED WITHIN THE ON THE CONTAINER. | '
NEXT TWO CALENDAR DAYS GRADIENT BEHIND BARRIER.
‘ e SEED MIXTURE: SEED MIXTURE SHALL BEAR A GUARANTEED STATEMENT OF ANALYSIS AND SHALL BE CORRECT CAONNB%%%STANDARD
COMPOSED OF THE FOLLOWING VARIETIES AND MIXED IN THE PROPORTIONS SPECIFIED -
UTILITY INSTALLATION REQUIREMENTS GENERAL SEEDING NOTES TORN FABRIC REPLACE WITH CONTINUOUS
PIECE OF SOCK FROM POST
TO POST. SECURELY ANCHOR
MATERIALS WITH PROPER STAPLES.
1. STAKE OUT LIMIT OF DISTURBANCE FOR GRADING OPERATIONS OVER THE ENTIRE SITE. MATERIALS SEED MIXTURE (PADOT TYPE W) PROPORTION MINIMUM MINIMUM
: BY WEIGHT PURITY CERMINATION RUNOFF ESCAPING EXTEND SOCK
2. INSTALL ALL 12—INCH FILTER SOCK AS INDICATED ON DRAWING CE—101 BELOW CONSTRUCTION OF PROPOSED * LUMESTONE: RAW, GROUND AGRICULTURAL LIMESTONE CONTAINING MORE THAN 90 PERCENT CALCIUM AROUND BARRIER ‘
SLOPES. METHOD OF INSTALLATION AND MAINTENANCE IN ACCORDANCE WITH PADEP REQUIREMENTS AND AS CARBONATES (ADJUST pH LEVELS TO 6.5 TO 7.0). APPLY AT A RATE OF 1 TON/AC, UNLESS OTHERWISE INDICATED PERENNIAL RYEGRASS MIXTURE
INDICATED IN THE DETAIL ON DRAWING CE—102. THE INSTALLATION OF THE FILTER SOCK SHOULD BE DONE PRIOR BY SOIL TESTS. (LOLIUM PERENNE) —COMBINATION OF IMPROVED 20% 98% 90% SEDIMENT LEVEL NEAR REMOVE SEDIMENT WHEN
TO ANY EARTH DISTURBANCE.
* COMMERCIAL FERTILIZER: IN ABSENCE OF A SOIL TEST, USE 1000 LB/AC OF 10-20-20 (23 LB/1000 SF) MIXED o OE e oL e e e A eNE T e TOP OF SOCK LEVEL REACHES HALF OF
3. INSTALL INLET PROTECTION AND CONCRETE WASHOUTS AS INDICATED ON DRAWING CE—101 AND AS INDICATED IN INTO SEEDBED PRIOR TO SEEDING, OR IN A TANK WITH SEED WHEN HYDROSEEDING. ‘ -
THE DETAILS ON DRAWING CE-102. MULCH: CLEAN OAT OR WHEAT STRAW SHALL BE FREE FROM MATURE SEED-BEARING STALKS OR ROOTS OF
[ ] N —
: CREEPING RED FESCUE OR CHEWINGS FESCUE 30% 98% 85% INLET PROTECTION WEEKLY AND SEDIMENT ACCUMULATION REMOVE SEDIMENT AND
4. DEMOLISH THE ON—SITE FEATURES, INCLUDING CURBING AND PAVEMENT, AS INDICATED ON DRAWING CD—101. PROHIBITED OR NOXIOUS WEEDS AS DEFINED BY THE PENNSYLVANIA SEED ACT 1947. APPLY AT A RATE OF 3 AFTER EVERY DISPOSE ON SITE.
DELETERIOUS MATERIALS AND DEMOLITION DEBRIS SHOULD BE DISPOSED OF OFF—SITE ACCORDING TO ALL TONS/AC (139 LBS/1000 SF). PRECAUTION SHALL BE TAKEN TO STABILIZE THE MULCH UNTIL THE VEGETATIVE RUNOFF EVENT
APPLICABLE LOCAL, STATE, AND FEDERAL REQUIREMENTS. COVER IS ESTABLISHED. KENTUCKY BLUEGRASS MIXTURE SEDIMENT ACCUMULATED CLEAN AND/OR
POA PRATENSIS) —COMBINATION OF IMPROVED IN INLET FILTER BAG TO REPLACE BAG
5. BEGIN CUT AND FILL OPERATIONS. CONSTRUCT BUILDING FOUNDATION, CURBING, AND SIDEWALKS AS SHOWN ON e SEED MIXTURE: SEED MIXTURE SHALL BEAR A GUARANTEED STATEMENT OF ANALYSIS AND SHALL BE COMPOSED EZERTIFIED VARIET)IES WITH 50% 98% 80% 1 /2 FULL
DRAWING CS—101. AS SITE IS BROUGHT TO FINAL GRADE, BEGIN CONSTRUCTION OF THE STORM WATER AND OF THE FOLLOWING VARIETIES AND MIXED IN THE PROPORTIONS SPECIFIED NO ONE VARIETY EXCEEDING 25% OF
SANITARY SEWER SYSTEMS AS SHOW ON DRAWING CG—101 AND DRAWING CU—101. THE TOTAL BLUEGRASS COMPONENT. CUNOFF ESCAPING REBUILD BARRIER
_ _ SEED MIXTURE (PADOT TYPE W) PROPORTION BY MINIMUM MINIMUM AROUND BARRIER
6. BEGIN CONSTRUCTION OF OTHER ON—SITE UTILITIES. REFER TO DRAWING CU—101. EiohT CORITY CERMINATON
7. COMPLETE REMAINDER OF THE GRADING OPERATIONS AND SANITARY AND STORM SEWER INSTALLATION. FILTER BAG TORN OR REPLACE BAG
RYE GRASS DAMAGED
8. ONCE FINAL SLOPES AND GRADES ARE ACHIEVED, STABILIZE WITH PERMANENT SEED AND MULCH OR SOD. VAR. KENTUCKY 100% 98% 90% SEEDING RATES
9. PLACE TOPSOIL ON THE REMAINDER OF THE SITE NOT RECEIVING PAVING. SEED AND MULCH ALL DISTURBED *THREE PERCENT REDTOP MAY BE ADDED TO THE LAWN MIXTURE ON SLOPE AREAS OR FOR LATE SPRING OR PERMANENT SEEDING SHALL BE APPLIED AT A RATE OF 21 POUNDS PER 1,000 SQUARE YARDS.
AREAS. ALL DISTURBED AREAS MUST BE TEMPORARILY STABILIZED IF REMAINING IDLE, OR ANTICIPATED AS LATE FALL SEEDING.
EEgAnglsNG/l?écE)b FSFR 20 DAYS OR LONGER. IN ABSENCE OF A SOIL TEST, LIME SHOULD BE ADDED AT A RATE OF THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE MAINTENANCE OF ALL TEMPORARY CONTROL MEASURES
' SEEDING RATES SREPARATION OF SEEDING DURING CONSTRUCTION. ALL DEVICES SHOULD BE INSPECTED WEEKLY AND AFTER EVERY RUNOFF EVENT. IF
' DURING THESE INSPECTIONS, ANY DEVICE IS FOUND TO BE CLOGGED, DAMAGED, HALF—FULL OF SILT OR NOT
10. ONCE THE ABOVE STEPS ARE COMPLETED AND AREA IS BROUGHT TO FINAL GRADE AND STABILIZED (UNIFORM 70% FULLY OPERATIONAL, THE DEVICE(S) SHALL BE CLEANED OF ALL DEBRIS. ALL REPAIRS MUST BE COMPLETED
PERENNIAL VEGETATIVE COVER ESTABLISHED IN UNPAVED AREAS), REMOVE ALL EROSION AND SEDIMENT CONTROL JEMPORARY SEEDING SHALL BE APPLIED AT THE RATE OF TEN (10) POUNDS PER ONE THOUSAND (1,000) SQUARE 1. GRADE AS NECESSARY TO BRING SUBGRADE TO A TRUE, SMOOTH SLOPE PARALLEL TO AND SIX INCHES WITHIN 72 HOURS. OF DISCOVERY ‘
PROTECTIONS. YARDS. BELOW FINISHED GRADE. PLACE TOPSOIL OVER SPECIFIED AREAS TO A DEPTH SUFFICIENTLY GREATER :
\IVTLAI\_NCinI(Fé%)MOTROEll_(I;NHETS(8(3)R,|A\ND(I:ZHSE?ANSDO L TN SooW O DRANNG Aol TOLLING, THE COMPLETE WORK UPON COMPLETION OF THE PROJECT, RECYCLING OR DISPOSAL OF ALL TEMPORARY EROSION CONTROL MATERIALS
* ' SHALL BE THE RESPONSIBILITY OF THE EARTHMOVING CONTRACTOR. CONSTRUCTION WASTE INCLUDES, BUT IS
SEEDING NOTES 2. FERTILIZER AND AGRICULTURAL LIMESTONE SHALL BE THOROUGHLY INCORPORATED INTO THE SOIL BY U%EE&TSEDCTC)C,)\]CEE(%ES\?VASSﬂLW&-ArEERlé/ﬁhTilFLQL FVQVEAMS?\EED :58 MOEIB_:SRCC))I_SEKT)II;] I-?R?C,)\ISTII(?)%\)ILCFOAI\\ICTE(;:_ESI\;IAETE%::LSS B(LéllLLglNG
SEOQUENCE OF CONSTRUCTION 1. ALL AREAS TO BE SEEDED SHALL BE LOOSENED TO A DEPTH OF AT LEAST TWO INCHES BY MECHANICAL MEANS ROTOTILLING OR OTHER METHOD TO A MINIMUM DEPTH OF FOUR (4) INCHES. THE ENTIRE SURFACE SHALL SOCKS, INLET PROTECTION, ETC.). ’
Q CI R Ae APPROVED BY THE LANDSCABE ARCHITECT , THEN BE REGRADED AND ROLLED. AREAS TO BE SEEDED SHALL THEN BE LOOSENED TO A DEPTH OF TWO , ’

(2) INCHES. SEEDING SHALL BE DONE IN TWO SEPARATE OPERATIONS. THE SECOND SEEDING SHALL BE
DONE IMMEDIATELY AFTER THE FIRST AND AT RIGHT ANGLES TO THE FIRST SEEDING AND LIGHTLY RAKED
INTO THE SOIL. MULCH SEEDED AREAS IMMEDIATELY AFTER SEEDING.

SILT REMOVED FROM SEDIMENT CONTROL FACILITIES SHALL BE SPREAD ON THE TOPSOIL STOCKPILE, OR IN LAWN
OR LANDSCAPE AREAS. OBSOLETE EROSION CONTROL MATERIALS AND EXCESS BUILDING MATERIALS MUST BE
DISPOSED OF AT A DEP APPROVED SITE.

2. MULCH SEEDED AREAS IMMEDIATELY AFTER SEEDING.

1. IF THE SITE WILL HAVE EXCESS FILL THAT WILL NEED TO BE EXPORTED TO AN OFF—SITE LOCATION, THE
RESPONSIBILITY OF CLEAN FILL DETERMINATION AND ENVIRONMENTAL DUE DILIGENCE RESTS ON THE APPLICANT. IF
ALL CUT AND FILL MATERIALS WILL BE USED ON THE SITE, A CLEAN FILL DETERMINATION IS NOT REQUIRED BY THE
OPERATOR UNLESS THERE IS A BELIEF THAT A SPILL OR RELEASE OF A REGULATED SUBSTANCE OCCURRED ON THE
SITE.

3. SEED ALL DISTURBED AREAS WITH THE TEMPORARY SEED MIXTURE EXCEPT THOSE AREAS SHOWN TO BE SEEDED
WITH STEEP SLOPE MIXTURE, UNLESS OTHERWISE NOTED ON THE DRAWINGS. ALL CONSTRUCTION WASTES INCLUDING, BUT NOT LIMITED TO, TEMPORARY BMPS MUST BE DISPOSED OF
PROPERLY AT AN APPROVED DEP WASTE SITE. CONSTRUCTION WASTE ALSO INCLUDES WASHOUT FROM THE

CLEANING OF CHUTES, MIXERS, AND HOPPERS OF CONCRETE DELIVERY VEHICLES.

2. ALL FILL SHALL COMPLY WITH THE STANDARDS SET FORTH IN THE DEPARTMENT OF ENVIRONMENTAL PROTECTION

DOCUMENT NUMBER 258-2182-773 "MANAGEMENT OF FILL.” TEMPORARY SEEDING NOTES PERMANENT SEEDING NOTES MAINTENANCE SCHEDULE

3. FILL THAT DOES NOT QUALIFY AS CLEAN FILL IS REGULATED FILL. REGULATED FILL IS WASTE AND MUST BE

MANAGED IN ACCORDANCE WITH PADEP'S MUNICIPAL OR RESIDENTIAL WASTE REGULATIONS BASED ON 25 PA CODE
CHAPTERS 287 RESIDUAL WASTE MANAGEMENT OR 271 MUNICIPAL WASTE MANAGEMENT, WHICHEVER IS APPLICABLE.

4. CLEAN FILL IS DEFINED AS "UNCONTAMINATED, NON—WATER SOLUBLE, NON—DECOMPOSABLE, INERT, SOLID MATERIAL":
THE TERM INCLUDES SOIL, ROCK, STONE, DREDGED MATERIAL, USED ASPHALT, AND BRICK, BLOCK OR CONCRETE

FROM CONSTRUCTION AND DEMOLITION ACTIVITIES THAT IS SEPARATE FROM OTHER WASTE AND IS RECOGNIZABLE AS COMPOST FILTER SOCK CALCULATIONS
SUCH. THE TERM DOES NOT INCLUDE MATERIALS PLACED IN OR ON THE WATERS OF THE COMMONWEALTH UNLESS OPOSED SLOPE
OTHERWISE AUTHORIZED UNCONTAMINATED MEANS UNAFFECTED BY SPILL OR RELEASE, OR IF AFFECTED, LEVELS ARE
BELOW RESIDENTIAL SHS. FILTER FILTER SOCK 0 MAX. PERMISSIBLE PROPOSED SLOPE LENGTH BASED ON
SLOPE (%)
SOCK # SIZE (IN.) SLOPE LENGTH (FT) * LENGTH (FT) EXISTING OR
5. THE APPLICANT MUST PERFORM ENVIRONMENTAL DUE DILIGENCE TO DETERMINE IF THE FILL MATERIALS ASSOCIATED PROPOSED GRADE?
WITH THE PROJECT QUALIFY AS CLEAN FILL. ENVIRONMENTAL DUE DILIGENCE IS DEFINED AS "INVESTIGATIVE 1 5 9 200 = EXISTING
TECHNIQUES, INCLUDING, BUT NOT LIMITED TO, VISUAL PROPERTY INSPECTION, ELECTRONIC DATA BASE SEARCHES,
REVIEW OF PROPERTY OWNERSHIP, REVIEW OF PROPERTY USE HISTORY, SANBORN MAPS, ENVIRONMENTAL 2 12 2.5 460 40 EXISTING
QUESTIONNAIRES, TRANSACTION SCREENS, ANALYTICAL TESTING, ENVIRONMENTAL ASSESSMENTS OR AUDITS”. 3 12 17 530 58 EXISTING
4 12 0.9 520 95 EXISTING
Notes:

1- Maximum slope length taken from page #66, Figure 4.2 of the PA E&S Manual

CLEAN FILL AND ENVIRONMENTAL DUE DILIGENCE

COMPOST FILTER SOCK CALCULATION TABLE

ACT 287 AS AMENDED

UTILITY LOCATIONS AS SHOWN ON THIS PLAN ARE APPROXIMATE AND IT IS THE
RESPONSIBILITY OF THE CONTRACTOR, PER PA. ACT 287 TO CONTACT THE
UTILITY COMPANIES FOR MORE ACCURATE LOCATION PRIOR TO ANY EXCAVATION.

TO OBTAIN ADDITIONAL UTILITY INFORMATION OR TO ARRANGE FOR FIELD
LOCATION OF EXISTING UTILITIES BEFORE EXCAVATION. CALL THE PENNSYLVANIA
ONE CALL SYSTEM AT 1-800-242-1776. THE UTILITY COMPANIES SHOWN MAY
OR MAY NOT HAVE UTILITY LINES IN THE AREA.

CALL BEFORE YOU DIG !!
PENNSYLVANIA LAW REQUIRES
(3) WORKING DAYS NOTICE FOR
CONSTRUCTION PHASE AND
(10) WORKING DAYS IN DESIGN STAGE
—— STOP & CALL --

Pennsylvania One Call System, Inc.
1-800-242-1776
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UTILITY NOTES

1. EXISTING TOPOGRAPHY IS BASED ON A PLAN TITLED "PARTIAL TOPOGRAPHIC SURVEY,”
PERFORMED IN APRIL 2012, OCTOBER 2012, AND APRIL 2013 AND PREPARED BY LANGAN
ENGINEERING AND ENVIRONMENTAL SERVICES, INC. PLEASE NOTE THAT THE SURROUNDING AREAS

‘ i WERE UNDER CONSTRUCTION AT THE TIME OF THE SURVEY. SEE DRAWING CS—101 NOTE 8 FOR

DELINEATION OF OUTSIDE PROJECT AREA.

2. THESE PLANS REPRESENT THE OVERALL UTILITY IMPROVEMENTS REQUIRED FOR PROJECT
CONSTRUCTION. THE CONTRACTOR SHALL FURNISH, INSTALL, TEST AND COMPLETE ALL WORK TO
THE SATISFACTION OF THE ENGINEER AND OWNER IN ACCORDANCE WITH THE CONTRACT
DOCUMENTS. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR MEANS AND METHODS OF
CONSTRUCTION; AS SUCH, THESE PLANS DO NOT COMPLETELY REPRESENT, NOR ARE THEY
INTENDED TO REPRESENT, ALL SPECIFIC INSTRUCTIONS REQUIRED FOR UTILITY CONSTRUCTION. THE
CONTRACTOR SHALL BE RESPONSIBLE TO CONSTRUCT ALL IMPROVEMENTS DEPICTED ON THESE
PLANS IN ACCORDANCE WITH ALL APPLICABLE RULES, REGULATIONS AND LAWS IN EFFECT AT THE
TIME OF CONSTRUCTION.

3. THE EXISTING SITE SURVEY WAS PERFORMED DURING ONGOING CONSTRUCTION IN THE SITE AREA
AND THEREFORE MAY NOT COMPLETELY REPRESENT THE CURRENT SITE CONDITIONS THAT WILL BE
PRESENT AT THE TIME OF CONSTRUCTION. THE CONTRACTOR SHALL ACCEPT THE SITE AS IS.
THE CONTRACTOR SHALL ASSESS CONDITIONS, AND THE KIND, QUALITY AND QUANTITY OF WORK

REQUIRED. THE OWNER MAKES NO GUARANTEE IN REGARD TO THE ACCURACY OF ANY AVAILABLE
LEGEN D INFORMATION WHICH WAS OBTAINED DURING INVESTIGATIONS. THE CONTRACTOR SHALL MAKE A
THOROUGH SITE INSPECTION IN ORDER TO FIELD CHECK EXISTING SITE CONDITIONS, CORRELATE
EXISTING PROPOSED CONDITIONS WITH THE DRAWINGS AND RESOLVE ANY POSSIBLE CONSTRUCTION CONFLICTS WITH
THE OWNER AND ENGINEER PRIOR TO COMMENCEMENT OF WORK. THE CONTRACTOR SHALL MAKE
SANITARY MANHOLE ADDITIONAL TOPOGRAPHIC SURVEYS HE DEEMS NECESSARY, PROVIDED THEY ARE COORDINATED
SANITARY SEWER WITH THE OWNER. ANY CONDITIONS DETERMINED BY THE CONTRACTOR THAT DIFFER FROM THE
INFORMATION SHOWN ON THE DRAWINGS THAT ARE NOT BROUGHT TO THE ATTENTION OF THE
PROPOSED 4 IN BY WATER MAIN OWNER AND ENGINEER PRIOR TO THE START OF WORK SHALL NOT BE CONSIDERED GROUNDS FOR
10 IN WET TAP ADDITIONAL PAYMENT OR CHANGES TO THE CONTRACT DURATION, OR ANY OTHER CLAIMS
ELECTRIC CONDUIT AGAINST THE OWNER OR OWNER'S ENGINEER.
PROPOSED 4-IN DIP STEAM LINE 4. UNDERGROUND UTILITY MARK OUT INFORMATION AT SITE OF PROPOSED ADDITION WAS OBTAINED
DOMESTIC WATER SERVICE BY EMCOR SERVICES SCALISE INDUSTRIES OF LAWRENCE, PA COMPLETED JANUARY 2013, BASED
41 LF 4—IN PVC CONNECTION TO EXISTING GAS MAIN . )
AT 4.0% SAN WH-14 S ABOAZS00R), A5 BULT ELECTRONIC DRAMNGE WERE NOT AVAILABLE it ME OF b DESIGN
CONTRACTOR TO BEND PIPE RUN A (DROP MANHOLE) STORM MANROLE ’ '
UNDER EXISTING UTILITY TO : INV. IN (PR): 1154.74161-502) STORM SEWER 5. ONCE EXISTING UTILITIES TO REMAIN ARE LOCATED, ANY POTENTIAL CONFLICTS WITH OTHER
INV. OUT (A):
AVOID CONFLICT 1157.00 INV. OUT (EX): 1147.40 UTILITIES, RELOCATED UTILITY POLES, ETC. SHALL BE BROUGHT TO THE ATTENTION OF THE
T RUN B REFERENCED UTILITY ENGINEER IMMEDIATELY
TYPE AS NOTED) — '
PROPOSED 4—IN WATER VALVE E>L<|OSTTT§8 m%“émc 6. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF
EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY
OTHER PROJECT COMPANIES, CONTRACTOR AS—BUILT DRAWINGS /SKETCHES, AND, WHERE POSSIBLE, MEASUREMENTS
AREAS TAKEN IN THE FIELD. THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR
COMPLETE. THE CONTRACTOR MUST CALL ALL THE APPROPRIATE UTILITY COMPANIES HAVING

UNDERGROUND UTILITIES ON SITE OR IN RIGHT-OF-=WAYS AT LEAST 72 HOURS BEFORE ANY
EXCAVATION OR GRADING TO REQUEST EXACT FIELD LOCATION OF UTILITIES. IT SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING UTILITIES WHICH CONFLICT WITH
THE PROPOSED IMPROVEMENTS SHOWN ON THE PLANS. THE CONTRACTOR SHALL VERIFY ALL
EXISTING CONDITIONS, UTILITY LOCATIONS, DEPTHS AND INVERTS PRIOR TO CONSTRUCTION. ANY
CONDITIONS FOUND TO DIFFER FROM THOSE SHOWN BY THESE DRAWINGS SHALL BE IMMEDIATELY
BROUGHT TO THE ATTENTION OF LANGAN ENGINEERING. THE PENNSYLVANIA ONE CALL SYSTEM
INC. SHALL BE NOTIFIED AT 1-800—-242-1776 FOR THE LOCATION OF EXISTING UNDERGROUND

}:\ CONNECTION TO
1 EXISTING HLECTRIC EXISTING SAN.| MH-14

EUEVATIO (DROP MANHOLE)
| | ASSUMED: |1157.07 INV. IN (PR): {1154.74

INV. OUT (EX):

- | LEANOUT 7. THE CONTRACTOR SHALL ADJUST ALL EXISTING AND PROPOSED UTILITY FRAMES, GRATES,
p PN PROPOSED 48-IN MANHOLE COVERS, VALVE BOXES, ETC. TO BE FLUSH WITH THE PROPOSED SURFACE ELEVATIONS
— WITHIN THE LIMITS OF CONSTRUCTION.
‘ RESEARCH OFFICE BUILDING d STATION
S ADDITION | EXISTING CRADE RIM: 1159114 8. ALL TRENCHING, PIPE LAYING, AND BACKFILLING SHALL BE IN ACCORDANCE WITH FEDERAL OSHA
7 ; _IN: 1142, REGULATIONS.
/L_Z BASEMENT AND GROUND FLOORS +3,305 SF 9| 35 LF 6Py 1160 INV. OUT: | 1155.44 1160
= I
FIRST AND SECOND FLOORS =+3,872 SF N THE CONTRACTOR SHALL, WHEN THEY DEEM NECESSARY, PROVIDE WRITTEN REQUESTS FOR

SITE WORK ITEM. THE RFIS SHALL BE IN A FORM ACCEPTABLE TO OWNER AND ENGINEER AND

I

: AT 2.0% e 9.
/ RUN B PROPOSED GRADE—— ] INFORMATION (RFI) TO THE OWNER AND ENGINEER PRIOR TO THE CONSTRUCTION OF ANY SPECIFIC
, SHALL ALLOW FOR A MINIMUM OF TWO WORK DAYS OR ADDITIONAL REASONABLE TIME FOR A

EXISTING  GAS WRITTEN REPLY. RFIS SHALL BE NUMBERED CONSECUTIVELY BY DATE SUBMITTED. THE

INV. OUT (B):/
{\ 114.3.00.
CLEAN OUT

NNECTON AT CONCRETE ASSUMED. 1 er 0y CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR SITE WORK ITEMS CONSTRUCTED DIFFERENTLY
\GI-501/ INV. 1155.36 STAIRS : - T THAN INTENDED OR AS DEPICTED ON THE PLANS.
41 LF 6-IN PVC 10. INFORMATION RELATED TO ELEVATIONS AND PROPOSED UTILITIES (SUCH AS INVERT ELEVATIONS,
AT 0P RIM ELEVATIONS, GRATE ELEVATIONS, BUILDING FINISHED FLOOR ELEVATIONS, ETC.) MAY BE FOUND
RUN B | __—EXISTING GRADE IN MORE THAN ONE LOCATION IN THE CONTRACT DOCUMENTS. THE CONTRACTOR SHALL
- J\ SUFFICIENTLY REVIEW ALL PLANS, PROFILES AND ANY OTHER INFORMATION IN THE CONTRACT
PROPOSED 48—IN SANITARY LIFT 1160 — DOCUMENTS FOR CONSISTENCY PRIOR TO CONSTRUCTION. ANY INCONSISTENCIES OR

1160

STATION (SEE NOTE 18)
RIM: 1159.14
INV. IN: 1142.59

INV. OUT: 1155.44
RUN B EXISTING GAS

ELEVATIO

EXISTING STEAM PC CONSTRUCTION.

[/

ASSUMED: 1157.17

\PROPOSED GRADE

ELEVATIO
ASSUMED: 1152.22

PLAN SET AS WELL AS REFERENCES TO SPECIFICATIONS FROM APPLICABLE GOVERNING
AUTHORITIES AND INDUSTRY STANDARDS. IT IS THE CONTRACTOR’S RESPONSIBILITY TO OBTAIN,

l\~\ — DISCREPANCIES THAT ARE FOUND BY THE CONTRACTOR SHALL BE IMMEDIATELY BROUGHT TO THE
ATTENTION OF THE OWNER AND ENGINEER IN WRITING, IN THE FORMAT OF AN RFI PRIOR TO
11. THERE ARE ADDITIONAL NOTES, SPECIFICATIONS AND REQUIREMENTS CONTAINED THROUGHOUT THE

AREA UNDER CONSTRUCTION

/
\ EXISTING ELECTRIC EXISTING STEAM HPS \ REVIEW AND ADHERE TO ALL THESE DOCUMENTS.
ELEVATION ELEVATION
IN(V- OU)T/ ASSUMED: 1157.07 ASSUMED: 1152.22 gEn\LJFPvc 12. ALL WATER MAINS SHALL HAVE A MINIMUM COVER OF FOUR FEET ABOVE TOP OF PIPE.
VA CARES CONSOLIDATION BLDG): 4
PROJECT AREA, 1157.00 4—IN PVC @ 2.00% 13. THE MINIMUM HORIZONTAL SEPARATION BETWEEN THE CLOSEST TWO POINTS OF THE WATER AND
PROJECT 646CA2500R, CONNECTION SEWER LINE IS 10 FEET. THE MINIMUM VERTICAL SEPARATION BETWEEN THE CLOSEST TWO
t/m RUN B POINTS OF THE WATER AND SEWER LINE IS 18 INCHES.

AT TIME OF SURVEY. / AT INV. 1155.36
(SEE NOTE 1) CLEANOUT \41 LF 1150 — 1150 14, THRUST BLOCKS SHALL BE PROVIDED AT ALL BENDS AND TEES.
4@_LNOS;/C EXISTING STEAM HPS 15. ALL DIMENSIONS SHOWN ARE TO CENTERLINE OF PIPE OR FITTINGS.
i LEVATION
//_E\SSUMED:1152.22 41 LF 4-IN PVC 16. ALL WATER MAINS SHALL BE HYDROSTATICALLY TESTED AND DISINFECTED BEFORE ACCEPTANCE.
/ | @ 4.00% (SEE THIS PROCEDURE WILL CONFORM TO LOCAL AUTHORITY SPECIFICATIONS.
EXISTING STEAM PC PROFILE FOR

— ELEVATION RUN A) 17. SANITARY DISCHARGE FROM THE PROPOSED BUILDINGS SHALL CONVEY DIRECTLY INTO AN EXISTING
ZSSUMED'HSZ 29 SEWER. NO SEPTIC SYSTEMS, EXISTING OR PROPOSED, ARE LOCATED WITHIN THE PROJECT SITE.

18. REFER TO PLUMBING PLANS FOR PROPOSED SANITARY LIFT STATION DETAILS.

1150 1150

/ \
S
INV. OUT (BLDG):

1143.00

PLAN VIEW

SCALE: 1 IN =20 FT

20 0 5 10 20 41 LF
6—IN PVC

@ 1.00%

ACT 287 AS AMENDED

UTILITY LOCATIONS AS SHOWN ON THIS PLAN ARE APPROXIMATE AND IT IS THE SCALE IN FEET
RESPONSIBILITY OF THE CONTRACTOR, PER PA. ACT 287 TO CONTACT THE 1145 1145
UTILITY COMPANIES FOR MORE ACCURATE LOCATION PRIOR TO ANY EXCAVATION. 1140 1140

TO OBTAIN ADDITIONAL UTILITY INFORMATION OR TO ARRANGE FOR FIELD
LOCATION OF EXISTING UTILITIES BEFORE EXCAVATION. CALL THE PENNSYLVANIA
ONE CALL SYSTEM AT 1-800-242-1776. THE UTILITY COMPANIES SHOWN MAY
OR MAY NOT HAVE UTILITY LINES IN THE AREA.

CALL BEFORE YOU DIG !!
PENNSYLVANIA LAW REQUIRES
(3) WORKING DAYS NOTICE FOR 0+00 0+45

CONSTRUCTION PHASE AND 0+00 0+80

e PIPE RUN A PIPE RUN B
PROFILE VIEW: SANITARY SEWER PROFILES

VERTICAL SCALE: 1
2 0

Pennsylvania One Call System, Inc.
1-800-242-1776

HORIZONTAL SCALE: 1IN =20FT
20 0 5

10 20

IN=2FT
2

1

BID DOCUMENTS - NOT FOR CONSTRUCTION
FULLY SPRINKLERED

SCALE IN FEET SCALE IN FEET

SERIAL NUMBER 20123192140

. . Drawing Title Project Title Project Number .
CONSULTANTS: SITe/CIVL: ARCHITECT/ENGINEERS: AE - UNIVERSITY DRIVE VA244-P-1749 Office of
SCOTT ROWLAND, P.E. - i
SO R N UTILITY PLAN RESEARCH BUILDING ADDITION Buiding Namber Construction
3 ' - - LANGAN ] NO. 30
oA LIGENCE N0 FE-080525 Miller—Remick LLC N SEAING & VRO AL SEACES __ _ _ and Facilities
AAﬂiE\)IeDt‘eragrf Ofvﬁwrgs tgrr]%”Eré%isnigg;ig I 601 Technology Drive, Suite 200 Approved: PFO]eCt Director Location Drawmg Number Management
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1 2 3 4 5 6 7 8 | 9 |

GRADING AND DRAINAGE NOTES

1. EXISTING TOPOGRAPHY IS BASED ON A PLAN TITLED "PARTIAL TOPOGRAPHIC SURVEY,”
PERFORMED IN APRIL 2012, OCTOBER 2012, AND APRIL 2013 AND PREPARED BY LANGAN
ENGINEERING AND ENVIRONMENTAL SERVICES, INC. PLEASE NOTE THAT THE SURROUNDING AREAS
WERE UNDER CONSTRUCTION AT THE TIME OF THE SURVEY. SEE DRAWING CS—101 NOTE 8 FOR
DELINEATION OF OUTSIDE PROJECT AREA.

2. THE EXISTING SITE SURVEY WAS PERFORMED DURING ONGOING CONSTRUCTION IN THE SITE AREA
AND THEREFORE MAY NOT COMPLETELY REPRESENT THE CURRENT SITE CONDITIONS THAT WILL BE
PRESENT AT THE TIME OF CONSTRUCTION. THE CONTRACTOR SHALL ACCEPT THE SITE AS IS.
THE CONTRACTOR SHALL ASSESS CONDITIONS, AND THE KIND, QUALITY AND QUANTITY OF WORK
REQUIRED. THE OWNER MAKES NO GUARANTEE IN REGARD TO THE ACCURACY OF ANY AVAILABLE
INFORMATION WHICH WAS OBTAINED DURING INVESTIGATIONS. THE CONTRACTOR SHALL MAKE A
THOROUGH SITE INSPECTION IN ORDER TO FIELD CHECK EXISTING SITE CONDITIONS, CORRELATE
CONDITIONS WITH THE DRAWINGS AND RESOLVE ANY POSSIBLE CONSTRUCTION CONFLICTS WITH
THE OWNER AND ENGINEER PRIOR TO COMMENCEMENT OF WORK. THE CONTRACTOR SHALL MAKE
ADDITIONAL TOPOGRAPHIC SURVEYS HE DEEMS NECESSARY, PROVIDED THEY ARE COORDINATED
WITH THE OWNER. ANY CONDITIONS DETERMINED BY THE CONTRACTOR THAT DIFFER FROM THE
INFORMATION SHOWN ON THE DRAWINGS THAT ARE NOT BROUGHT TO THE ATTENTION OF THE
OWNER AND ENGINEER PRIOR TO THE START OF WORK SHALL NOT BE CONSIDERED GROUNDS FOR
ADDITIONAL PAYMENT OR CHANGES TO THE CONTRACT DURATION, OR ANY OTHER CLAIMS
AGAINST THE OWNER OR OWNER'S ENGINEER.

3. THESE PLANS REPRESENT THE OVERALL GRADING AND DRAINAGE IMPROVEMENTS REQUIRED FOR
PROJECT CONSTRUCTION. THE CONTRACTOR SHALL FURNISH, INSTALL, TEST AND COMPLETE ALL
WORK TO THE SATISFACTION OF THE ENGINEER AND OWNER IN ACCORDANCE WITH THE CONTRACT
DOCUMENTS. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR MEANS AND METHODS OF
CONSTRUCTION; AS SUCH, THESE PLANS DO NOT COMPLETELY REPRESENT, NOR ARE THEY
INTENDED TO REPRESENT, ALL SPECIFIC INSTRUCTIONS REQUIRED FOR GRADING AND DRAINAGE
CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE TO CONSTRUCT ALL IMPROVEMENTS
DEPICTED ON THESE PLANS IN ACCORDANCE WITH ALL APPLICABLE RULES, REGULATIONS AND
LAWS IN EFFECT AT THE TIME OF CONSTRUCTION.

4. ONCE EXISTING UTILITIES TO REMAIN ARE LOCATED, ANY POTENTIAL CONFLICTS WITH OTHER
UTILITIES, RELOCATED UTILITY POLES, ETC. SHALL BE BROUGHT TO THE ATTENTION OF THE
ENGINEER IMMEDIATELY.

CONTRACTOR TO MEET
EXISTING GRADES OF

DRIVE (TYP)

5. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF
EXISTING UTILITES AS SHOWN ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY
COMPANIES, CONTRACTOR AS—BUILTS/SKETCHES, AND, WHERE POSSIBLE, MEASUREMENTS TAKEN

TCTT60.47 EglNS_T”RNAGCTGORRAJEOS MOEFETDRIVE IN THE FIELD. THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE

BC1159.97 CONTRACTOR MUST CALL ALL THE APPROPRIATE UTILITY COMPANIES HAVING UNDERGROUND

UTILITIES ON SITE OR IN RIGHT—OF—WAYS AT LEAST 72 HOURS BEFORE ANY EXCAVATION OR

GRADING TO REQUEST EXACT FIELD LOCATION OF UTILITIES. IT SHALL BE THE RESPONSIBILITY OF

THE CONTRACTOR TO RELOCATE ALL EXISTING UTILITIES WHICH CONFLICT WITH THE PROPOSED

IMPROVEMENTS SHOWN ON THE PLANS. THE CONTRACTOR SHALL VERIFY ALL EXISTING

CONDITIONS, UTILITY LOCATIONS, DEPTHS AND INVERTS PRIOR TO CONSTRUCTION. ANY

| CONDITIONS FOUND TO DIFFER FROM THOSE SHOWN BY THESE DRAWINGS SHALL BE IMMEDIATELY

& BROUGHT TO THE ATTENTION OF THE ENGINEER. THE PENNSYLVANIA ONE CALL SYSTEM INC.

SHALL BE NOTIFIED AT 1-800-242—1776 FOR THE LOCATION OF EXISTING UNDERGROUND

UTILITIES.

CONTRACTOR TO MEET

EXISTING GRADES AT—1
PROPOSED CONNECTION TO TOP OF CURB

EXISTING CATCH BASIN
INV. IN (PR): 1156.76

CONCRETE ENCASEMENT
AROUND EXISTING
WATERLINE

23 LF
6—IN HDPE
AT 1.0%

6
GI-502

GI-502

2
GI-501

o

CLEAN OUT ADJUST ALL EXISTING AND PROPOSED UTILITY FRAMES, GRATES, MANHOLE COVERS, VALVE BOXES,

ETC. TO BE FLUSH WITH THE PROPOSED SURFACE ELEVATIONS WITHIN THE LIMITS OF

1165.02 CONSTRUCTION.

S 7. ALL TRENCHING, PIPE LAYING, AND BACKFILLING SHALL BE IN ACCORDANCE WITH FEDERAL OSHA

INV. OUT: 1157.00 \A\| [cTTe0562
i }': ’ REGULATIONS.
|

[BC1160.12
1159.57

RESEARCH OFFICE BUILDING [163.1 15942

1163.07
1161.85 {161.16) ADDITION 630 . {15573

0.5%

- FIRST AND SECOND FLOORS =+3,872 SF

60.02 _’ 10. PROOF ROLL ALL CUT AREAS. PLACE AND COMPACT APPROVED FILL MATERIALS IN 12—INCH
1159.92 MAXIMUM LOOSE LIFTS. COMPACT TO AT LEAST 95% OF THE MAXIMUM DRY DENSITY AS

} 1159.66 DETERMINED BY ASTM D1557.

- TW:1159.03 XISTING GRADE

( 1160.03 TW:1162.98 8es ! " 11. PAVEMENT SUBGRADES SHALL BE FIRM AND NON-YIELDING. SOFT AREAS AND UNSUITABLE

1160.20 BW:1159.22 - - \ MATERIAL SHALL BE REMOVED AND REPLACED WITH APPROVED MATERIALS AND AS DIRECTED BY

TC1161.37
BC1160.87

8. ALL STORM DRAINAGE PIPES, DRAINAGE STRUCTURES AND BEDDING MATERIAL SHALL MEET THE
REQUIREMENTS OF THE SPECIFICATIONS.

—PROPOSED GRADE

115964 <

~

Oy 9. SITE FILL SHALL CONSIST OF MATERIAL FROM APPROVED ONSITE SOURCES OR APPROVED OFFSITE
'v\iol MATERIAL. THE ENGINEER WILL REVIEW AND APPROVE ALL MATERIALS.

159.15 1160 THE ENGINEER.

SEE STRUCTURAL DRAWINGS 1160
OR ELEVATIONS CLEAN ouT—T| 12. ANY STORMWATER FACILITIES SHOWN TO REMAIN SHOULD BE INSPECTED, REPAIRED AND CLEANED

CONTRACTOR TO MEET
EXISTING GRADES OF

s
SIDEWALK . L 1w eLevaTion INV. OUT\ PROPOSED CONNECTION 13. THE CONTRACTOR SHALL, WHEN THEY DEEM NECESSARY, PROVIDE WRITTEN REQUESTS FOR

1159.20 - AS NECESSARY.

1(?5%25 /—TO EXISTING CATCH BASIN INFORMATION (RFIS) TO THE OWNER AND ENGINEER PRIOR TO THE CONSTRUCTION OF ANY

' INV. IN (PR): 1156.76 SPECIFIC SITE WORK ITEM. THE (RFI) SHALL BE IN A FORM ACCEPTABLE TO OWNER AND ENGINEER
—  J AND SHALL ALLOW FOR A MINIMUM OF TWO WORK DAYS OR ADDITIONAL REASONABLE TIME FOR A
EXISTING ELECTRIC IN WRITTEN REPLY. RFIS SHALL BE NUMBERED CONSECUTIVELY BY DATE SUBMITTED. THE
BW ELEVATION |, - 23 LF 7K +5—-FT WIDE CONDUIT BANK CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR SITE WORK ITEMS CONSTRUCTED DIFFERENTLY

——X 6—IN HDPE—] //_ELEVATION THAN INTENDED OR AS DEPICTED ON THE PLANS.
S _® N, « _ ASSUMED: 1155.96

@ 1.00%
L 14. INFORMATION RELATED TO ELEVATIONS AND PROPOSED UTILITIES (SUCH AS INVERT ELEVATIONS,
Yy EXISTING WATER LINE RIM ELEVATIONS, GRATE ELEVATIONS, BUILDING FINISHED FLOOR ELEVATIONS, ETC.) MAY BE FOUND
A — WITH PROPOSED IN MORE THAN ONE LOCATION IN THE CONTRACT DOCUMENTS. THE CONTRACTOR SHALL
VA CARES CONSOLIDATION - — : CONCRETE ENCASEMENT SUFFICIENTLY REVIEW ALL PLANS, PROFILES AND ANY OTHER INFORMATION IN THE CONTRACT
PROJECT AREA ELEVATION DOCUMENTS FOR CONSISTENCY PRIOR TO CONSTRUCTION. ANY INCONSISTENCIES OR
! RETAINING WALL CROSS SECTION ASSUMED: 1155.86 DISCREPANCIES THAT ARE FOUND BY THE CONTRACTOR SHALL BE IMMEDIATELY BROUGHT TO THE

PROJECT 646CA2500R, ATTENTION OF THE OWNER AND ENGINEER IN WRITING, IN THE FORMAT OF AN RFI PRIOR TO
AREA UNDER CONSTRUCTION CONSTRUCTION

AT TIME OF SURVEY.

(SEE NOTE 1) LE( ;EN D 15. ALL ADA PEDESTRIAN FACILITIES CONSTRUCTED ON SITE AND WITHIN PUBLIC RIGHTS—OF—WAYS OR
EASEMENTS MUST BE CONSTRUCTED IN ACCORDANCE WITH FEDERAL ADA STANDARDS.

EXISTING PROPOSED

STORM MANHOLE 16. THERE ARE ADDITIONAL NOTES, SPECIFICATIONS AND REQUIREMENTS CONTAINED THROUGHOUT THE
PLAN SET AS WELL AS REFERENCES TO SPECIFICATIONS FROM APPLICABLE GOVERNING

STORM SEWER PIPE AUTHORITIES AND INDUSTRY STANDARDS. IT IS THE CONTRACTOR'S RESPONSIBILITY TO OBTAIN,

5700 REVIEW AND ADHERE TO ALL THESE DOCUMENTS.

SPOT ELEVATION
CONTOUR — 1149 ——

TOP/BOTTOM OF TC1276-12f
CURB ELEVATION BC1275.62

TOP/BOTTOM OF

WAL AT EXTERIOR " pH1265.60
PLAN VIEW BREEE POt PROFILE VIEW: STORM PROFILE

HORIZONTAL SCALE: VERTICAL SCALE:
SCALE: 1IN =20 FT 1IN =029 |:1-(!' 1IN = 2 F-|;

20 0 5 10 20 20

1150 1150

1160.3
1160.35

o
+
o
o

0+28

20 2

ACT 287 AS AMENDED SCALE IN FEET SCALE IN FEET SCALE IN FEET

UTILITY LOCATIONS AS SHOWN ON THIS PLAN ARE APPROXIMATE AND IT IS THE
RESPONSIBILITY OF THE CONTRACTOR, PER PA. ACT 287 TO CONTACT THE
UTILITY COMPANIES FOR MORE ACCURATE LOCATION PRIOR TO ANY EXCAVATION.

TO OBTAIN ADDITIONAL UTILITY INFORMATION OR TO ARRANGE FOR FIELD
LOCATION OF EXISTING UTILITIES BEFORE EXCAVATION. CALL THE PENNSYLVANIA
ONE CALL SYSTEM AT 1-800-242-1776. THE UTILITY COMPANIES SHOWN MAY
OR MAY NOT HAVE UTILITY LINES IN THE AREA.

CALL BEFORE YOU DIG !!
PENNSYLVANIA LAW REQUIRES
(3) WORKING DAYS NOTICE FOR
CONSTRUCTION PHASE AND
(10) WORKING DAYS IN DESIGN STAGE
—— STOP & CALL --

Pennsylvania One Call System, Inc.
1-800-242-1776

BID DOCUMENTS - NOT FOR CONSTRUCTION
FULLY SPRINKLERED
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UNDISTURBED ALLEGHENY FOUNDRY CAST IRON
L FEARTH UNDISTURBED THRUST BLOCK SCHEDULE FRAME (PATTERN NO. 345) AND COVER
/EARTH s LTEED 22 162 - 45D - 9OD W (PATTERN NO. 345) OR APPROVED COMPACTED
' l L Lo Lo Lo LoD | _ - EQUAL COVER SHALL BE FLUSH WITH
CONCRETE —— == /7 v CONCRETE 6” [ 18" [15"[15"[127] 15" [127| 15" [157] 21 CLEAN-OUT PLUG THE FINAL PAVMENT/GROUND SURFACE T
z - CONCRETE g 2 181812718 11271 2 [18"| 2 . COMPACTED BACKFILL TO ——| FINAL GRADE
! B R B s et B (i By B BASIS: PAVEMENT SUBGRADE OR
— 12 3 [ 27|27 127 27 [127] 3 [ 2 [28 \Mﬂ' EINAL CRADE
l . UNDISTURBED EARTH/ 167 | 4° |2.5] 2" |12°]2.33115"| 4 |2.5]31" 2,000 LB/SQ.FT. SOIL RESISTANCE 250 === NOTES: '
| 20"[5.251 3 [ 2" [18"] 3 | 27 |5.25] 37|33 PSI WATER PRESSURE CORRECTION ===
//— . 24775 3 [ 3 18] 4 [25]75[3 [ 3 FACTORS FOR OTHER SOILS: =1=H 1 EEEVEEDzDéNngéJEEIALll_MEI;?IéhEB%RPEA
anp 5 il APPROVED SOIL IN ACCORDANCE WITH _
PLAN—TEE P AN—90° BEND PLAN=22 1/2 BEND VERTICAL BEND SAND & GRAVEL 1.33 PENNSYLVANIA AMERICAN WATER. |2 SIPE BEDDING SHALL
SHALE 0.4 —|3
CONCRETE PAD 8"THICK x 2" SQUARE __| 2. TRENCH SHALL BE ADEQUATELY SHORED ~ BE COMPACTED BY
BY SITE UTILITY CONTRACTOR (CLASS IN ACCORDANCE WITH OSHA REGULATIONS. MECHANICAL TAMPER
"AA” CONCRETE)
UNDISTURBED 3. SUITABLE BACKFILL IS TO BE PLACED IN
> UNDISTURBED #6 BA /. EARTH NOTES: NOTE: MAXIMUM 8" LIFTS TO PAVEMENT
/EARTH - — NE ﬁﬁ ©IF SOFT MATERIALS ARE ENCOUNTERED SUBGRADE OR FINAL GRADES. BACKFILL
- - , SHALL BE COMPACTED TO 95% MODIFIED
CONCRETE CONCRETE PLUCT\ —HEAVY TAR PAPER THE THRUST BLOCKS SIZES SHALL BE 1 /8 BEND I ALL PVC PIPE AND FITTINGS SHALL
_ . — BE SDR—35 WITH RUBBER PROCTOR.
UNDISTURBED LINE GATE — ADJUSTED ACCORDINGLY. GASKETED JOINTS
— of @Y — EARTH H o 4. WATERLINES SHALL BE CLASS—52 DUCTILE
T Hi ;]:—/ | SEt ABOVE - ] 2. CONCRETE TO BE 5,000 PSI. 5 CLASS "AA” CEMENT CONCRETE IRON_ PIPE. —~
FOR PLUG S CONCRETE SHALL SATISFY THE REQUIREMENTS 2 |1 Z
/ concrere) Ll e - G PADOT FUSLICATION 405, AT A
_ SECTION 704.
PLAN=45° BEND ELEVATION AT FITTINGS ELEVATION—=VERTICAL BEND PLAN—PLUGGED TEE ELEVATION—PLUGGED PIPE REPRESENTATIVE BEFORE BEING PLACED.
) 6. 4 MINIMUM COVER FOR ALL WATERLINE
MEASURED FROM TOP OF PIE TO FINAL
dl 5 SANITARY PIPE 5 i) SRADE. 4 0.0. 4
N.T.S. N.T.S. (MIN.) (MIN.) N.T.S.
B 1/2 IN. PREMOLDED EXPANSION
COMPACTED_/ NOTES: 5T O e o N ™ JOINT FILLER WITH SEALANT AT A
SUBCRADE OR 1. ALL BACKFILL MATERIALS SHALL BE APPROVED BY THE ) NOTES. 0.D. 8 IN. LAP AT EDGES. e A O 2D o
OWNER OR THE OWNERS REPRESENTATIVE BEFORE FINISHED 5 S 6" PIPE 6" ‘
BEING PLACED. — . B B S A S e
GRADE \ 1/2" RADIUS (SEE NOTE) 1. CONCRETE TO TEST 4,500 P.S.. MINIMUM ON 28 DAY TEST. MrlglPAr&lNE.BOCTL. M'TNOF?-i”;'OTCL' AR 1 O O
COMPACTED BACKFILL TO 2. THE AASHTO NO. 57 GRADATION CRUSHED STONE AND /L © SAME AS AIR ENTRAINMENT 5% TO 7%, SLUMP TO BE 3" + 1" g \ ( ) ( ) / — GREASE ONE END
PAVEMENT SUBGRADE OR FINAL NO. 2A CRUSHED STONE SHALL SATISFY THE 3/4” DIA—16" . SLOPCENT PAVMENT , © )
GRADE TO A MINIMUM OF 95% REQUIREMENTS OF PADOT PUBLICATION 408, SECTION iy © ADJA ——— 2. TRANSVERSE JOINTS 1/2” WIDE SHALL BE INSTALLED IN THE 3 R = - A
MODIFIED PROCTOR. USE 8" LIFTS. 703. T AT EXPANSION L ] CURB 20'—0" APART AND SHALL BE FILLED WITH s R 21 L s . Te 7 . 8 IN. CONCRETE
Y ANSION \'\s. 0 PREFORMED BITUMINOUS JOINT FILLER. PIPE T|Z 2 = PAVEMENT
3. THE MAXIMUM DRY DENSITY AND OPTIMUM MOISTURE [ | \ Sla 4 )
CONTENT FOR THE BACKFILL MATERIALS SHALL BE — 3. EXPOSED CONCRETE SURFACE IS TO BE RUBBED TO PROVIDE / ol g
_ ‘ DETERMINED BY ASTM D1557, THE RELATIVE DENSITY - SMOOTH FINISHED SURFACE. 1 1/2” CLEAR e\ )/ g3 8 IN. MIN.
e - PIPE BEDDING MATERIAL OF THE ASHTO NO. 57 STONE SHALL BE DETERMINED 44 BARS ™~ 3" CLEAR IF N g - DENSE GRADED
SN ‘ SHALL CONSIST OF SAND BY ASTM D4253 AND ASTM D4254. CONTINUOUS. CUT 1 4. STANDARD CURB SHAPE OF THE STATE IN WHICH THE BELOW WATER 5 ! /N L AGGREGATE
Z L PLACED IN MAXIMUM 6 AT EXPANSION PROJECT IS LOCATED MAY BE SUBSTITUTED. = S Y #4 REBAR BASE
o LIFTS 4. TRENCHES SHALL BE ADEQUATELY SHORED IN JOINT LEVEL L (CONTINUOUS)
ACCORDANCE WITH OSHA REGULATIONS. 5. ALL SUBSOIL SHALL BE FULLY COMPACTED TO 95% OF A— 44 BARS VP,
/ \ MODIFIED PROCTOR DRY DENSITY PER ASTM DI557. # COMPACTED FIRM SUBGRADE
5. THE CONTRACTOR SHALL VERIFY THAT THE MINIMUM o
Tl -0" O.C. L
PIPE COVER IS PROVIDED BETWEEN FINAL GRADE AND 6. BITUMINOUS SEALANT SHALL BE ASPHALT CEMENT, CLASS #5 TES © 20 gO'NéRTEL%EN\?VaVEVQ‘EAZBLEJ?%EGOF
TOP OF PIPE. AC—20.
ADJACENT BITUMINOUS PAVEMENT.
, THE BOTTOM OF THE CURB AND
6. 2 MINIMMUM COVER FOR ALL STORM SEWER PIPE GUTTER MAY BE CONSTRUCTED
~ K MEASURED FROM TOP OF PIPE TO FINAL GRADE.
= |2 PARALLEL TO THE SPLROCI)DEDCE)[I-; NoTES.
—|3 ; SUBSURFACE COURSES VI NOTES:
2 7. 4 MINIMUM COVER FOR ALL SANITARY SEWER PIPE .
IS MAINTAINED. SUBGRADE BARS AND LAPPED 14 INCHES AT SPLICES 2. CONCRETE SHALL BE CLASS "A” 4,000 PSI UNLESS OTHERWISE NOTED.
3. FINISH WITH STIFF BROOM PERPENDICULAR TO CURB LINE.
6" 0.D 6’
N.T.S. N.T.S.
(MIN.) (MIN.) LTS, N.T.S.
R NOTES: LIMIT OF NEW NOTES:
SAWCUT CONTROL CONTINUOUS 6"X5"X10/10 ) ASPHALT
" WWM WITH 8" LAP AT EDGES 1. PROVIDE 1/2" EXPANSION PAVEMENT 1. PROVIDE TACK COAT
JOINT 17 DEEP , JOINT FILLER WITH SEALANT ASPHALT " ALONG SAWGUT To
1/2" PREMOLDED EXPANSION JOINT WHERE THE CONCRETE SAWCUT EXISTING EMULSION BIND EXISTING
2" CL. (MIN.) FILLER WITH SEALANT AT A MAXIMUM SIDEWALK ABUTS THE PAVEMENT TO CLEAN, SEALANT PAVEMENT TO NEW
(TOP & BOT.) INTERVAL OF 20’ ON—CENTER IN EACH BUILDING. NEAT, STRAIGHT LINE SAVEMENT. FOR
— - 2. CONCRETE SHALL BE CLASS WEARING | ® // PATCHING AND
o A, ‘ A 4000 PSI UNLESS COURSE ~— | ¢ OVERLAY, PROVIDE
—— - 4" CONCRETE SIDEWALK WITH OTHERWISE NOTED. BINDER EXISTING TACK COAT TO BIND
- S NON—SLIP FINISH . COURSE PAVEMENT EXISTING PAVEMENT - NOTES:
3. 1/4" SAWCUT CONTROL % SECTION WITH NEW ASPHALT. WEARING COURSE 1. PRIOR TO PLACEMENT OF AGGREGATE, THE PAVEMENT
. JOINT AT A MA,XIMUM DENSE GRADED Y — SUBGRADE SHALL BE PREPARED AS FOLLOWS:
o I iGGhQEICADTIEEN%EASCER%%i%SE INTERVAL OF 5 ON-CENTER. AGGREGATE — ™ '~ BINDER COURSE a. PAYMENT SUBGRADE SHALL BE PROOFROLLED AND
Rael | BASE COURSE : COMPACTED AT LEAST 95% OF ITS MAXIMUM DRY DENSITY
R R 3. FINISH WITH STIFF BROOM — XX 800 AND WITHIN +3% OF ITS OPTIMUM MOISTURE CONTENT, AS
R RORR EliFEPENDICULAR TO CURB 0 0 iy I giNSEEcgigggD AGGREGATE DETERMINED BY ASTM D1557 (MODIFIED PROCTOR). ANY
' SOFT AREAS SHALL BE OVEREXCAVATED TO A FIRM AND
COMPACTED FIRM SUBGRADE O L CLASS #4 GEOTEXTILE %)MPETENT MATERIAL AND BACKFILLED AS DESCRIBED IN
N.T.S. NN : "
N.T.S. R b. ALL APPROVED FILL SHALL BE PLACED IN MAXIMUM 8
THICK LOOSE LIFTS AND COMPACTED TO 95% OF ITS
8. CONCRETE SIDEWALK 9. PAVEMENT SAWCUT COMPACTED FIRM SUBGRADE MAXIMUM DRY DENSITY AND WITHIN £3% OF ITS OPTIMUM
MOISTURE CONTENT. THE FILL MATERIAL'S MAXIMUM DRY
DENSITY AND OPTIMUM MOISTURE CONTENT SHALL BE
DETERMINED BY ASTM D1557 (MODIFIED PROCTOR).
c. AFTER COMPACTION, THE PAVEMENT SUBGRADE SHALL
PENNDOT FORM 408 ITEM LIGHT DUTY PROVIDE A FIRM UNYIELDING FOUNDATION WITH NO SUDDEN,
SPECIFICATION PAVEMENT SHARP OR ABRUPT CHANGES OR BREAKS IN GRADES. NO
SECTION STANDING WATER OR EXCESS MOISTURE SHALL BE PRESENT.
ALL SOFT AND YIELDING ARES SHALL BE REWORKED BY
SECTION 409, BITUMINOUS CONCRETE 1.5 IN. OVEREXCAVATING TO A FIRM AND COMPETENT MATERIAL
TYPE: 9.5 mm WEARING COURSE AND BACKFILLED AS DESCRIBED IN 1b.
ACT 287 AS AMENDED SUPERPAVE MIX d. THE SUBGRADE SHALL BE GRADED AND SHAPED AS
REQUIRED TO CONSTRUCT THE AGGREGATE BASE COURSE IN
ITUMI RET 4.5 IN.
UTILITY LOCATIONS AS SHOWN ON THIS PLAN ARE APPROXIMATE AND IT IS THE .ﬁﬁ%P0954236 B %QHSE%SC%SEgEE E > N CONFORMANCE WITH THE GRADES, LINES AND THICKNESSES
RESPONSIBILITY OF THE CONTRACTOR, PER PA. ACT 287 TO CONTACT THE SUPER"PAVE MIX SHOWN ON THE DRAWINGS.
UTILITY COMPANIES FOR MORE ACCURATE LOCATION PRIOR TO ANY EXCAVATION. e. PLACE THE GEOTEXTILE ON THE PREPARED SUBGRADE
TO OBTAIN ADDITIONAL UTILITY INFORMATION OR TO ARRANGE FOR FIELD SECTION 703, 2A AGGREGATE BASE 80 IN. PRIOR TO CONSTRUCTING THE AGGREGATE BASE COURSE.
OR MAY NOT HAVE UTILITY LINES IN THE AREA. " SEWER INLETS WHILE MAINTAINING FULL PAVEMENT SECTION
DEPTHS.
CALL BEFORE YOU DIG !!
PENNSYLVANIA LAW REQUIRES
(3) WORKING DAYS NOTICE FOR
CONSTRUCTION PHASE AND
(10) WORKING DAYS IN DESIGN STAGE
—— STOP & CALL --
Pennsylv?nigoCc))nezfzoIH;;?em. Inc.
iy N.T.S.
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1 2 3 4 5 6 7/ 8 9
RECOMMENDED MINIMUM TRENCH WIDTHS
A ORI PIPE DIAM. MIN. TRENCH WIDTH NOTES:
QY FINAL NON—SHRINK GROUT
IOV BACKFILL 4 oy 1. DROP PIPE SHALL BE ONE SIZE LARGER
SN Sy £ THAN SEWER INFLUENT PIPE. 45" BEND
R Y INSTALL CROSS FITTING 2. ALL DROP MANHOLES SHALL BE 72" IN
RO ° 23 » DIAME TER.
MIN. COVER TO IOV MIN. COVER TO S 3. NO DROP MANHOLE PIPING SHALL BE
RIGID PAVEMENT, H SN FLEXIBLE PAVEMENT, H 8" 26" IS REQUIRED IN SEWER INFLUENT PIPE 4_IN PVC PIPE
R g FLOWLINE IS 24" OR LESS ABOVE MAIN
RO o . ~. SEWER PIPE FLOWLINES OR IN MAIN 6-IN PVC PIPE /
AN 2 ROP PIPE SEWER INFLUENT PIPE SEWER PIPE BENCH IS HIGHER THAN 6—IN_PVC
f KK - SEWER INFLUENT FLOWLINE. m \ PIPE J
: 577 12" 30"
6" \ 1 d \ ——
Y -
15" 34"
f O 45° BEND -
INITIAL 18" 39" SEWER %—IN WIDE STAINLESS STEEL SECTION A—A
BACKFILL INFLUENT PIPE STRAPS DRILLED AND
SPRINGLINE PIPE BOLTED TO MANHOLE WALL. 4—IN PVC PIPEF ——| =
24" 48" USE STAINLESS STEEL BOLTS
AND QUICK SET MORTAR OR
HAUNCH 30" 56" EPOXY AT 4—FT ALONG PIPE.
~__ MINIMUM OF TWO (2).
20 0 0 0 0 000 00 00 ¢ - " MAIN SEWER PIPE . -
” oo 7 BEDDING e 1. )—PVC 90° BEND
é',, ESS ;g_ég FlelFF:E T //////////////////////////////////A o “a L 7, —GROUT
_ 42" 72" TN
SUITABLE PLAN = - // PLAN VIEW
MIN. TRENCH WIDTH FOUNDATION 48" 80" B T St
(SEE TABLE) T L e A
54" 88"
NOTES: 60" 96" ELEVATION
1. ALL PIPE SYSTEMS SHALL BE INSTALLED IN ACCORDANCE WITH ASTM D2321, "STANDARD N.T.5. N.T.S.
PRACTICE FOR UNDERGROUND INSTALLATION OF THERMOPLASTIC PIPE FOR SEWERS AND OTHER INIMUM RECOMMENDED COVER BASED ON
Y F APPLICATIONS”, LATEST ADDITION.
SRAITY FLOW AFPLEATIONS TATES 2. PRIVATE DROP MANHOLE 3. SANITARY SEWER T-CONNECTION
2. MEASURES SHOULD BE TAKEN TO PREVENT MIGRATION OF NATIVE FINES INTO BACKFILL
MATERIAL, WHEN REQUIRED. SURFACE LIVE LOADING CONDITION
3. FOUNDATION: WHERE THE TRENCH BOTTOM IS UNSTABLE, THE CONTRACTOR SHALL PIPE DIAM. H-25 HEAVY CONSTRUCTION
EXCAVATE TO A DEPTH REQUIRED BY THE ENGINEER AND REPLACE WITH SUITABLE MATERIAL AS (75T AXLE LOAD) *
SPECIFIED BY THE ENGINEER. AS AN ALTERNATIVE AND AT THE DISCRETION OF THE DESIGN
ENGINEER.THE TRENCH BOTTOM MAY BE STABILIZED USING A GEOTEXTILE MATERIAL. 12" - 48" 12" 48"
4. BEDDING: SUITABLE MATERIAL SHALL BE CLASS |, Il OR Ill. THE CONTRACTOR SHALL 4" 60" g 50"
PROVIDE DOCUMENTATION FOR MATERIAL SPECIFICATION TO ENGINEER, UNLESS OTHERWISE NOTED
BY THE ENGINEER, MINIMUM BEDDING THICKNESS SHALL BE 4" (100mm) FOR 4"—24"
(100mm—-600mm); 6" (150mm) FOR 30"-60" (750mm-—900mm). * VEHICLES IN EXCESS OF 75T MAY REQUIRE ADDITIONAL COVER
5. INITIAL BACKFILL: SUITABLE MATERIAL SHALL BE CLASS I, Il OR il IN THE PIPE ZONE INIMUM RECOMMENDED COVER BASED
EXTENDING NOT LESS THAN 6” ABOVE CROWN OF PIPE. THE CONTRACTOR SHALL PROVIDE
DOCUMENTATION FOR MATERIAL SPECIFICATION TO ENGINEER. MATERIAL SHALL BE INSTALLED AS ON RAILWAY LOADING CONDITIONS
REQUIRED IN ASTM D2321, LATEST EDITION.
PIPE DIAM. COOPER
6. MINIMUM COVER: MINIMUM COVER, H, IN NON—TRAFFIC APPLICATIONS (GRASS OR LANDSCAPE E-80*
AREAS) IS 12" FROM THE TOP OF PIPE TO GROUND SURFACE. ADDITIONAL COVER MAY BE
REQUIRED TO PREVENT FLOTATION. FOR TRAFFIC APPLICATIONS, MINIMUM COVER, H, IS 12" UP UP TO 24 24"
TO 48” DIAMETER PIPE AND 24" OF COVER FOR 54"—60" DIAMETER PIPE, MEASURED FROM TOP
OF PIPE TO BOTTOM OF FLEXIBLE PAVEMENT OR TO TOP OF RIGID PAVEMENT. 30"-36" 36"
42"-60" 48"
*»* COVER IS MEASURED FROM TOP OF PIPE TO BOTTOM
OF RAILWAY TIE.
A 2007 ADS, INC. *** E-80 COVER REQUIREMENTS, ARE ONLY APPLICABLE
TO ASTM F 2306 PIPE. N.T.S.
ADVANCED DRAINAGE SYSTEMS, INC. ("ADS") HAS PREPARED THIS DETAIL BASED ON INFORMATION
PROVIDED TO ADS. THIS DRAWING IS INTENDED TO DEPICT THE COMPONENTS AS REQUESTED. ADS
HAS NOT PERFORMED ANY ENGINEERING OR DESIGN SERVICES FOR THIS PROJECT, NOR HAS ADS
INDEPENDENTLY VERIFIED THE INFORMATION SUPPLIED. THE INSTALLATION DETAILS PROVIDED HEREIN
ARE GENERAL RECOMMENDATIONS AND ARE NOT SPECIFIC FOR THIS PROJECT. THE DESIGN ENGINEER
SHALL REVIEW THESE DETAILS PRIOR TO CONSTRUCTION. IT IS THE DESIGN ENGINEERS TYPICAL TRENCH 4640 TRUEMAN BLVD
RESPONSIBILITY TO ENSURE THE DETAILS PROVIDED HEREIN MEETS OR EXCEEDS THE APPLICABLE DETAIL HILLIARD, OHIO 43026
NATIONAL, STATE, OR LOCAL REQUIREMENTS AND TO ENSURE THAT THE DETAILS PROVIDED HEREIN ARE ®
ACCEPTABLE FOR THIS PROJECT. ADVANCED DRAINAGE SYSTEMS, INC.
DRAWING NUMBER: STD—-101
ACT 287 AS AMENDED
UTILITY LOCATIONS AS SHOWN ON THIS PLAN ARE APPROXIMATE AND IT IS THE
RESPONSIBILITY OF THE CONTRACTOR, PER PA. ACT 287 TO CONTACT THE
UTILITY COMPANIES FOR MORE ACCURATE LOCATION PRIOR TO ANY EXCAVATION.
TO OBTAIN ADDITIONAL UTILITY INFORMATION OR TO ARRANGE FOR FIELD
LOCATION OF EXISTING UTILITIES BEFORE EXCAVATION. CALL THE PENNSYLVANIA
ONE CALL SYSTEM AT 1-800-242-1776. THE UTILITY COMPANIES SHOWN MAY
OR MAY NOT HAVE UTILITY LINES IN THE AREA.
CALL BEFORE YOU DIG !!
PENNSYLVANIA LAW REQUIRES
(3) WORKING DAYS NOTICE FOR
CONSTRUCTION PHASE AND
(10) WORKING DAYS IN DESIGN STAGE
—— STOP & CALL --
Pennsylvania One Call System, Inc.
1-800-242-1776
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